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1. Introduction
This contribution provides a proposal for updated description for VAE capabilities
2. Reason for Change
In TS 23.286 the following EN exists:
	8.1
V2X user identity (V2X user ID)
The V2X user ID is a globally unique identifier within the V2X service that represents the V2X user. The V2X user ID shall be a URI. The V2X user ID is used for authentication and authorization purposes for providing the V2X service towards the V2X user via the V2X UE. The V2X user ID also indicates the V2X service provider with whom the V2X user has a V2X service agreement. The V2X user may have V2X service agreement with several V2X service providers and thus will have obtained unique V2X user ID per V2X service provider.

Based on the service agreement, each V2X user ID is mapped to a V2X UE ID.

Editor's note:
Maintaining the mapping between the V2X user ID and the V2X UE ID is FFS.



It is proposed to update the description of VAE server and remove the EN.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.286 v1.0.0.
* * * First Change * * * *

6.3.5
VAE server

The VAE server acts as a GCS AS as described in 3GPP TS 23.468 [7] or acts as a content provider as described in 3GPP TS 26.346 [10].

The VAE server provides the server side V2X application layer support functions as below:

-
communicating with the underlying 3GPP network system (EPS) for unicast and multicast network resource management;

-
receiving monitoring reports/events from the underlying 3GPP network system (EPS) regarding network situation corresponding to RAN and core network;
-
supporting registration of V2X UEs;

-
tracking the application level geographic location of the V2X UEs;

-
supporting V2X message distribution for the V2X applications;

-
supporting provisioning of 3GPP system configuration information (e.g. V2X USD, PC5 parameters);

-
perform the role of content provider for multicast file transfer using xMB APIs;

-
providing network monitoring reports to the V2X UEs;

-
communicating V2X service requirements to the underlying 3GPP network system (EPS);
-
maintaining the mapping between the V2X user ID and the V2X UE ID;
Editor's note:
The functionalities of the VAE server is based on the procedures and is FFS.
* * * Next Change * * * *

8.1
V2X user identity (V2X user ID)
The V2X user ID is a globally unique identifier within the V2X service that represents the V2X user. The V2X user ID shall be a URI. The V2X user ID is used for authentication and authorization purposes for providing the V2X service towards the V2X user via the V2X UE. The V2X user ID also indicates the V2X service provider with whom the V2X user has a V2X service agreement. The V2X user may have V2X service agreement with several V2X service providers and thus will have obtained unique V2X user ID per V2X service provider.

Based on the service agreement, each V2X user ID is mapped to a V2X UE ID.


* * * End Change * * * *

