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1. Introduction
This contribution provides a proposal for clarifying the application type.
2. Reason for Change
The following EN in TS 23.286 are required to be solved:

	9.1.2.1
Registration request
Table 9.1.2.1-1 describes the information flow for a VAE client to register for specific V2X messages at the VAE server.

Table 9.1.2.1-1: Registration request
Information element

Status

Description

V2X UE ID
M

Identifier of the V2X UE (e.g. StationID specified in ETSI TS 102 894-2 [15])

PSID or ITS-AID
M

PSID or ITS-AID the V2X UE is interested in receiving (e.g. ETSI ITS DENM, ETSI ITS CAM)

Editor's note:
It is FFS if the application type is also included in the information flow.



The PSID or ITS-AID is used as the V2X service ID based on which registration will occur, hence there is not need for the application type to be handled by the VAE server.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.286 v1.0.0.
* * * First Change * * * *

6.3.4
VAE client

The VAE client provides the client side V2X application layer support functions as below:

-
registration of VAE clients for receiving V2X messages;

-
receiving V2X messages from the VAE server and the delivery to V2X application specific client(s) according to the V2X service ID;

-
perform the role of the MBMS client for multicast file transfer using xMB APIs;

-
receiving network monitoring reports from the VAE server;

-
supports switching the modes of operations for V2V communications (e.g. between direct and in-direct V2V communications);

-
providing application level locations to the VAE server (e.g. tile, geo-fence);

-
receiving 3GPP system configuration information (e.g. V2X USD, PC5 parameters) from the VAE server;

Editor's note:
The functionalities of the VAE client is based on the procedures and is FFS.
The VAE client supports interactions with the V2X application specific client(s).

* * * Next Change * * * *

9.1.2.1
Registration request
Table 9.1.2.1-1 describes the information flow for a VAE client to register for specific V2X messages at the VAE server.

Table 9.1.2.1-1: Registration request
	Information element
	Status
	Description

	V2X UE ID
	M
	Identifier of the V2X UE (e.g. StationID specified in ETSI TS 102 894-2 [15])

	V2X service ID
	M
	V2X service ID the V2X UE is interested in receiving (e.g. PSID or ITS-AID of ETSI ITS DENM, ETSI ITS CAM)



* * * End Change * * * *

