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* * * First change * * *

10.6.2.2.34
Preconfigured regroup request (MCPTT client – MCPTT server)

Table 10.6.2.2.34-1 describes the information flow preconfigured regroup request from the MCPTT client to the MCPTT server.

Table 10.6.2.2.34-1 Preconfigured regroup request information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the requester

	MCPTT group ID
	M
	MCPTT group ID of the regroup group

	MCPTT group ID
	M
	MCPTT group ID of the MCPTT group from which configuration is to be taken

	MCPTT group ID list
	O (NOTE 1)
	List of MCPTT groups to be regrouped into the preconfigured group regroup group

	MCPTT user ID list
	O (NOTE 1)
	List of MCPTT users to be regrouped into the preconfigured user regroup group

	NOTE 1: One and only one of these shall be present.


10.6.2.2.35
Preconfigured regroup request (MCPTT server – MCPTT client)

Table 10.6.2.2.35-1 describes the information flow preconfigured regroup request from the MCPTT server to the MCPTT client.

Table 10.6.2.2.35-1 Preconfigured regroup request information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the target MCPTT group member

	MCPTT group ID
	M
	MCPTT group ID of the regroup group

	MCPTT group ID
	M
	MCPTT group ID of the MCPTT group from which configuration is to be taken

	MCPTT group ID list
	O (NOTE 1)
	List of MCPTT groups to be regrouped into the preconfigured group regroup group

	MCPTT user ID list
	O (NOTE 1)
	List of MCPTT users to be regrouped into the preconfigured user regroup group

	NOTE 1: One and only one of these shall be present.


10.6.2.2.36
Preconfigured regroup request (MCPTT server – MCPTT server)

Table 10.6.2.2.36-1 describes the information flow preconfigured regroup request from the MCPTT server to the MCPTT server.

Table 10.6.2.2.36-1 Preconfigured regroup request information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the requester

	MCPTT group ID
	M
	MCPTT group ID of the regroup group

	MCPTT group ID
	M
	MCPTT group ID of the MCPTT group from which configuration is to be taken

	MCPTT group ID list
	O (NOTE 1)
	List of MCPTT groups to be regrouped into the preconfigured regroup group

	MCPTT user ID list
	O (NOTE 1)
	List of MCPTT users to be regrouped into the preconfigured user regroup group

	NOTE 1: One and only one of these shall be present.


10.6.2.2.37
Preconfigured regroup response (MCPTT client – MCPTT server)

Table 10.6.2.2.37-1 describes the information flow preconfigured regroup response from the MCPTT client to the MCPTT server.

Table 10.6.2.2.37-1 Preconfigured regroup response information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the responding MCPTT client

	MCPTT group ID
	M
	MCPTT group ID of the regroup group

	Result
	M
	Result of the regrouping operation


10.6.2.2.38
Preconfigured regroup response (MCPTT server – MCPTT client)

Table 10.6.2.2.38-1 describes the information flow preconfigured regroup response from the MCPTT server to the MCPTT client.

Table 10.6.2.2.38-1 Preconfigured regroup response information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the requester of the regrouping operation

	MCPTT group ID
	M
	MCPTT group ID of the regroup group

	Result
	M
	Result of the regrouping operation


10.6.2.2.39
Preconfigured regroup response (MCPTT server – MCPTT server)

Table 10.6.2.2.39-1 describes the information flow preconfigured regroup response from the MCPTT server to the MCPTT server.

Table 10.6.2.2.39-1 Preconfigured regroup response information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the responding MCPTT client

	MCPTT group ID
	M
	MCPTT group ID of the regroup group

	Result
	M
	Result of the regrouping operation


10.6.2.2.40
Preconfigured regroup cancel request (MCPTT client – MCPTT server)

Table 10.6.2.2.40-1 describes the information flow preconfigured regroup cancel request from the MCPTT client to the MCPTT server.

Table 10.6.2.2.40-1 Preconfigured regroup cancel request information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the requester

	MCPTT group ID
	M
	MCPTT group ID of the regroup group


10.6.2.2.41
Preconfigured regroup cancel request (MCPTT server – MCPTT client)

Table 10.6.2.2.41-1 describes the information flow preconfigured regroup cancel request from the MCPTT server to the MCPTT client.

Table 10.6.2.2.41-1 Preconfigured regroup cancel request information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the target MCPTT user or MCPTT group member

	MCPTT group ID
	M
	MCPTT group ID of the regroup group


10.6.2.2.42
Preconfigured regroup cancel request (MCPTT server – MCPTT server)

Table 10.6.2.2.42-1 describes the information flow preconfigured regroup cancel request from the MCPTT server to the MCPTT server.

Table 10.6.2.2.42-1 Preconfigured regroup cancel request information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the requester

	MCPTT group ID
	M
	MCPTT group ID of the regroup group


10.6.2.2.43
Preconfigured regroup cancel response (MCPTT client – MCPTT server)

Table 10.6.2.2.43-1 describes the information flow preconfigured regroup cancel response from the MCPTT client to the MCPTT server.

Table 10.6.2.2.43-1 Preconfigured regroup cancel response information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the responding MCPTT client

	MCPTT group ID
	M
	MCPTT group ID of the regroup group

	Result
	M
	Result of the regrouping operation


10.6.2.2.44
Preconfigured regroup cancel response (MCPTT server – MCPTT client)

Table 10.6.2.2.44-1 describes the information flow preconfigured regroup cancel response from the MCPTT server to the MCPTT client.

Table 10.6.2.2.44-1 Preconfigured regroup cancel response information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the requester of the regroup removal

	MCPTT group ID
	M
	MCPTT group ID of the regroup group

	Result
	M
	Result of the regrouping operation


10.6.2.2.45
Preconfigured regroup cancel response (MCPTT server – MCPTT server)

Table 10.6.2.2.45-1 describes the information flow preconfigured regroup cancel response from the MCPTT server to the MCPTT server.

Table 10.6.2.2.45-1 Preconfigured regroup cancel response information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the requester of the regroup removal

	MCPTT group ID
	M
	MCPTT group ID of the regroup group

	Result
	M
	Result of the regroup removal operation


* * * End of first change * * *

* * * Second change * * *

10.6.2.11
User regroup with preconfigured group
10.6.2.11.1
General
A user regroup may be achieved by regrouping MCPTT users into a preconfigured MCPTT regroup group, or by regrouping MCPTT users into a new regroup group which uses the configuration of a preconfigured MCPTT group, where that preconfigured MCPTT group may be an MCPTT regroup group. The MCPTT regroup group configuration needs to be provided to the relevant MCPTT users who will be regrouped in advance of the regrouping operation. 

NOTE 1: 
A regroup group is identified by a parameter in the group configuration described in 3GPP TS 23.280 [16].

NOTE 2:
Regroup groups may be defined according to the organizational structure of a mission critical organization, or by some other means, which allows the MC service client of an authorized user to be aware of an appropriate regroup group for sets of MC service users that will be regrouped together.
NOTE 3:
User regroup using preconfigured group is needed for cases where scalability is a concern and the regroup persists beyond the duration of a single call.  
Editor's note:
These procedures provide a regrouping service for MCPTT only; any issues arising from conflicts with similar regrouping operations for MCVideo and MCData are FFS.
10.6.2.11.2
User regroup procedures in a single MCPTT system
10.6.2.11.2.1
User regroup formation in a single MCPTT system
Figure 10.6.2.11.2.1-1 illustrates the procedure to initiate a user regroup procedure using a preconfigured MCPTT regroup group. The procedure takes place prior to the establishment of a group call to the regroup group.
Pre-conditions:

-
MCPTT clients 2 and 3 are registered with the MCPTT service.

-
The MCPTT group identity and group configuration for the regroup MCPTT group have been preconfigured in MCPTT clients 2 and 3, and MCPTT clients 2 and 3 have received the relevant security related information to allow them to communicate in the regroup MCPTT group.

-
MCPTT client 1 is authorized to initiated a user regroup using the preconfigured regroup procedure.

-
MCPTT client 1 is aware of a suitable preconfigured regroup group whose configuration has been preconfigured in the MC service UEs of the MCPTT users who will be regrouped.
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Figure 10.6.2.11.2.1-1: User regroup procedure using preconfigured group in single MCPTT system

1.
The authorized user of MCPTT client 1 initiates the user regroup procedure, specifying the list of MCPTT users to be regrouped (MCPTT clients 2 and 3), the MCPTT group ID of the regroup group, the MCPTT group ID of the group from which configuration information for the regroup group is to be taken.

NOTE 1:
The MCPTT group ID of the regroup group and the MCPTT group ID of the group from which configuration is taken may be the same.

2.
MCPTT client 1 sends the preconfigured regroup request to the MCPTT server.  The request indicates the list of users to be included in the regroup operation.
3.
The MCPTT server checks that MCPTT client 1 is authorized to initiate a preconfigured regroup procedure.
NOTE 2:
MCPTT clients can be involved in multiple user and group regroups simultaneously.
4.
The MCPTT server sends the preconfigured regroup requests to MCPTT clients 2 and 3 in steps 4a and 4b respectively.

5.
MCPTT clients 2 and 3 notify their users of the regrouping in steps 5a and 5b respectively.
6.
MCPTT clients 2 and 3 may send the preconfigured regroup response to the MCPTT server to acknowledge the regrouping action. These acknowledgements are not sent in response to a multicast transmission of the preconfigured regroup request.
NOTE 3:
When using multicast, the MCPTT server can periodically rebroadcast the preconfigured regroup request. 

7.
The MCPTT server affiliates the regrouped MCPTT clients to the regroup group. 
8.
The MCPTT server sends a preconfigured regroup response to MCPTT client 1.
NOTE 4:  After the user regrouping procedure, the regrouping remains in effect until explicitly cancelled by the procedure in 10.6.2.11.2.2. MCPTT client participation in the ongoing user regroup may cease when the UE's MCPTT service ceases when the UE is powered down, or when the MCPTT user ceases MCPTT service by performing a log-off operation. 

Editor's note:  Data persistence in the MCPTT client following a user log-off or power down needs further study.

10.6.2.11.2.2
User regroup cancellation in single MCPTT system
Figure 10.6.2.11.2.2-1 illustrates the procedure to cancel a user regrouping that uses a preconfigured MCPTT regroup group.

Pre-conditions:

-
MCPTT clients 2 and 3 have been regrouped into the preconfigured MCPTT regroup group.

-
MCPTT client 1 is authorized to cancel a user regrouping that uses a preconfigured MCPTT regroup group.
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Figure 10.6.2.11.2.2-1: Cancel preconfigured user regroup procedure in single MCPTT system

1.
The authorized user of MCPTT client 1 initiates the cancellation of the user regrouping that uses a preconfigured MCPTT regroup group.

2.
MCPTT client 1 sends the preconfigured regroup cancel request to the MCPTT server, specifying the MCPTT group ID of the regroup group.

3.
The MCPTT server checks that MCPTT client 1 is authorized to cancel a regrouping that uses a preconfigured user regroup procedure.

4.
The MCPTT server sends the preconfigured regroup cancel requests to MCPTT clients 2 and 3 (steps 4a and 4b respectively).

5.
MCPTT clients 2 and 3 notify their users of the cancellation of the user regrouping in steps 5a and 5b respectively.

6.
MCPTT clients 2 and 3 may send the preconfigured regroup cancel response to the MCPTT server to acknowledge the cancellation of the regrouping function. These acknowledgements are not sent in response to a multicast transmission of the preconfigured regroup cancel request.
7.
The MCPTT server deaffiliates MCPTT clients 2 and 3 from the MCPTT regroup group.

8.
The MCPTT server sends a preconfigured regroup cancel response to MCPTT client 1.
* * * End of second change * * *

* * * End of changes * * *
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