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1. Introduction

This contribution proposes a key issue on Application Server discovery related aspects for Edge Computing study.

2. Reason for Change

The availability of the Edge application servers should be known by the UE to avail the services.

3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.758 v0.0.0.

* * * First Change * * * *

4.4
Key Issue X: Edge Application Server discovery

The deployment of Edge Application Servers may not be uniform across the Edge networks due to operational constraints. Before attempting to avail services from an Edge application server, the UE needs to determine the availability of the Edge Application Server on the available Edge network. The meaning of availability of the Edge Application Server includes both the Edge Application Server running on the Edge Network, and the Edge Application Server, which can be instantiated on the Edge Network.
Open Issues:

- A mechanism to discover and identify the Edge Application Servers (i.e. specific applications) available within the Edge Network. 

- A mechanism to check authorization to discover the Edge Application Servers

- Trigger conditions for the UE to invoke discovery of the Edge Application Servers procedures 

- A mechanism for subscription to changes in availability of Edge Application Servers (for e.g. registration event, de-registration event).
* * * Second Change * * * *

5.5
Edge Application Server discovery

5.5.1
General

5.5.2
Requirements

[AR-5.5.2-a]
An authorized UE shall be able to query an Edge Network to discover the Edge AS available within the Edge Network.

[AR-5.5.2-b] 
The UE shall support event triggers for invoking Edge AS discovery procedure based on the UE configuration.

[AR-5.5.2-c] 
 The Edge Network shall consider Edge AS availability configurations, such as time, location etc., while facilitating discovery.

[AR-5.5.2-d] 
The UE shall be able to uniquely identify the available Edge AS within the Edge Network.

[AR-5.5.2-e] 
The UE shall be able to subscribe to a notification service from the Edge Network for changes in the availability of the Edge AS.

[AR-5.5.2-f] 
The Edge Network shall be able to notify any changes in the availability of the Edge AS to the subscribed UEs.

