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1. Introduction
This contribution provides a proposal for VAE server APIs.
2. Reason for Change
In TS 23.286, the following procedures have northbound API related interactions between V2X application specific server and VAE server:
	Sl.
	Procedure
	APIs exposed by VAE server

	1
	Subclause 9.3.3 Message delivery to target geographical areas from the VAE server
	V2X message delivery

	2
	Subclause 9.6
File Distribution
	File distribution

	3
	SEAL services specified in TS 23.434
	TBD


3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.286 v1.0.0.
* * * First Change * * * *

10
VAE layer APIs

10.1
General

The following VAE capabilities are offered as APIs:

-
VAE server APIs;

The following SEAL service APIs are specified in 3GPP TS 23.434 [6]:

-
Group management server APIs;

-
Location management server APIs;

-
Configuration management server APIs;

-
Identity management server APIs; and

-
Key management server APIs.

10.2
VAE server APIs

10.2.1
General

Table 10.2.1-1 illustrates the VAE server APIs.
Table 10.2.1-1: List of VAE server APIs
	API Name
	API Operations
	Known Consumer(s)
	Communication Type

	VAE_V2X_Message_Delivery API
	V2X_Message_Delivery
	V2X application specific server
	Request/ Response

	VAE_File_Distribution API
	Initiate_File_Distribution
	V2X application specific server
	Request/ Response

	
	
	
	

	
	
	
	

	
	
	
	


10.2.2
VAE_V2X_Message_Delivery API
10.2.2.1
General
API description: This API enables the V2X application specific server to communicate with the VAE server to send V2X messages to the V2X UEs.
10.2.2.2
V2X_Message_Delivery operation
API operation name: V2X_Message_Delivery
Description: Delivers the V2X messages to the V2X UEs.
Known Consumers: V2X application specific server.
Inputs: Refer subclause 9.3.2.x.
Outputs: Refer subclause 9.3.2.y.
10.2.3
VAE_File_Distribution API
10.2.3.1
General
API description: This API enables the V2X application specific server to communicate with the VAE server to initiate file distribution to the V2X UEs.
10.2.3.2
Initiate_File_Distribution operation
API operation name: Initiate_File_Distribution
Description: Distributes files to the V2X UEs.
Known Consumers: V2X application specific server.

Inputs: Refer subclause 9.6.2.

Outputs: Refer subclause 9.6.2.

* * * End Change * * * *

