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1. Introduction
This contribution provides a proposal for usage of location management service of SEAL.
2. Reason for Change
In TS 23.434 clause 9, location management service of SEAL has been specified. V2XAPP utilizes the location management service of SEAL. The procedures specified in subclause 9.9 of TS 23.286 regarding location management will need to be aligned with SEAL's location management service procedures.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.286 v1.0.0.
* * * First Change * * * *

9.a
Usage of SEAL services
9.a.3
Location management service
9.a.3.1
General
The VAE capabilities (VAE client and VAE server) utilize location management service procedures (e.g. network location of UEs) of SEAL to support V2X services. 
9.a.3.2
Information flows

The following information flows of location management service are applicable for the V2X applications:

-
Location reporting configuration specified in subclause 9.3.2.1 of 3GPP TS 23.434 [6];

-
Location information report specified in subclause 9.3.2.2 of 3GPP TS 23.434 [6];

-
Location information request specified in subclause 9.3.2.3 of 3GPP TS 23.434 [6];

-
Location information subscription request specified in subclause 9.3.2.5 of 3GPP TS 23.434 [6];

-
Location information subscription response specified in subclause 9.3.2.6 of 3GPP TS 23.434 [6];

-
Location information notification specified in subclause 9.3.2.7 of 3GPP TS 23.434 [6];

The usage of the above information flows are clarified as below:

-
The identity is the V2X UE ID or V2X group ID;

-
The set of identities is the V2X UE ID;
-
The identity list or identities list is the list of V2X UE IDs; and

-
The VAL server is the VAE server.



	
	
	

	
	
	

	
	
	

	
	
	

	





	
	
	

	
	
	

	
	
	

	
	
	


9.a.3.3
Procedures

The following procedures of location management service are applicable for the V2X applications:

-
Event-triggered location reporting procedure specified in subclause 9.3.3 of 3GPP TS 23.434 [6];
-
On-demand location reporting procedure specified in subclause 9.3.4 of 3GPP TS 23.434 [6];

-
Location reporting event triggers configuration cancel specified in subclause 9.3.6 of 3GPP TS 23.434 [6];

-
Location information subscription procedure specified in subclause 9.3.7 of 3GPP TS 23.434 [6];

-
Event-trigger location information notification procedure specified in subclause 9.3.8 of 3GPP TS 23.434 [6];

-
On-demand usage of location information procedure specified in subclause 9.3.9 of 3GPP TS 23.434 [6];








































* * * End Change * * * *

Location management server
1. Location reporting configuration cancel  request
Location management client
2. Invalidate location reporting event triggers
3. Location reporting  configuration cancel response



Location management client
Location management server
1. UE location report
2. UE location report response



Location management server
1. Location reporting configuration request
Location management client
2. Store location reporting event triggers
3. Location Reporting configuration response



