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1. Introduction
This contribution proposes a pCR to architecture requirements.
2. Reason for Change
The current TS supports different deployment models (Section 7, example shown in the figure below). The VAE servers are deployed to provide coverage to geographic areas. The V2X application-specific server connects via Vs to the VAE server and the VAE servers connect via the VAE-E reference point. 
The VAE server supports V2X message distribution for the V2X application. The VAE server shall obtain information about available V2X services and their geographical area association from the V2X application-specific server. The VAE server needs such information to support the delivery V2X messages to the V2X UEs. 
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When the V2X UE moves to a different geographical area, it shall be able to continue receiving the V2X service. The V2X service can be delivered from the same or a different VAE server. The VAE capabilities shall support service continuity and provide optimal performance.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TS / TR <TS/TR number and version>.
* * * First Change * * * *

4
Architectural requirements

4.1
General

4.1.1
Description

This subclause specifies the general requirements for V2X application layer functional architecture.

4.1.2
Requirements

[AR-4.1.2-a] The VAE client and the VAE server shall support one or more V2X applications.

[AR-4.1.2-b] The VAE capabilities should be offered as APIs to the V2X applications.

[AR-4.1.2-c] The VAE capabilities shall enable V2X UEs to obtain the address of available V2X application servers associated with served geographical area information.

[AR-4.1.2-d] The VAE capabilities shall enable V2X UEs to obtain the information of available V2X services (e.g. identified by V2X service ID).
[AR-4.1.2-e] The VAE capabilities shall support obtaining information of the available V2X services (e.g. identified by V2X service ID) from the V2X application.
[AR-4.1.2-e] The VAE capabilities shall support obtaining information of the associated geographical area from the V2X application.

* * * Next Change * * * *

4.X
Service continuity requirements
4.X.1
Description

This subclause specifies the V2X service continuity related requirements.
4.X.2
Requirements

[AR-4.X.2-a] The VAE capabilities shall enable V2X UEs to continue receiving V2X service when changing geographical area.
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