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* * * First Change * * * *
A.6
Initial MC service UE configuration data

The initial MC service UE configuration data is essential to the MC service UE to successfully connect to the MC system. The initial MC service UE configuration data can be the same or different across MC service UEs.

Data in table A.6-1 is provided to the MC service UE's clients (e.g. MC service client, group management client, configuration management client, identity management client, key management client) during the bootstrap process (see subclause 10.1.1), and can be configured on the MC service UE offline using the CSC-11 reference point or via other means e.g. as part of the MCPTT client's provisioning on the UE, using a device management procedure. 

Table A.6-1: Initial MC service UE configuration data (on-network)

	Reference
	Parameter description

	Subclause 10.1.1
	PDN connectivity information

	
	> HPLMN ID and optionally VPLMN ID to which the data pertains

	
	> MC services PDN

	
	>> APN

	
	>> PDN access credentials

	
	> MC common core services PDN

	
	>> APN

	
	>> PDN access credentials

	
	> MC identity management service PDN

	
	>> APN

	
	>> PDN access credentials

	Subclause 10.1.1
	Application plane server identity information

	
	> default Group management server

	
	>> Server URI

	
	> default Identity management server

	
	>> Server URI

	
	> default Configuration management server

	
	>> Server URI

	
	> default Key management server

	
	>> Server URI

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


