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1. Introduction
This contribution provides a proposal for structure of configuration data.
2. Reason for Change
In TS 23.286 the following EN exists:
	9.1.2.3
Procedures

The following procedures of configuration management service are applicable for the V2X applications:

-
VAL UE configuration data specified in subclause 11.3.3 of 3GPP TS 23.434 [6].

--
Once the V2X UEs are connected to the serving PLMN, the V2X UE is configured with configuration data (e.g. local service information) for receiving V2X services.
The structure of the V2X UE configuration data is as follows:

Editor's note:
The structure of V2X UE configuration data is FFS.



The V2X UE configuration data consists of the local service information which is already specified in the information flows as shown below:
	9.1.2.2
Information flows

The following information flows of configuration management service are applicable for the V2X applications:

-
Get VAL UE configuration request specified in subclause 11.3.2.1 of 3GPP TS 23.434 [6];

-
Get VAL UE configuration response specified in subclause 11.3.2.2 of 3GPP TS 23.434 [6];

The usage of the above information flows are clarified as below:

-
The VAL UE ID is the V2X UE ID;

-
VAL service ID is the V2X service ID; and

-
VAL UE configuration data is the V2X UE configuration data. The V2X UE configuration data includes:

--
V2X server USD information as specified in 3GPP TS 23.285 [5]; and 

--
V2X application server address information as specified in 3GPP TS 23.285 [5] and transport port for unicast.



The EN can be removed.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.286v1.1.0.
* * * First Change * * * *

9.1.2.3
Procedures

The following procedures of configuration management service are applicable for the V2X applications:

-
VAL UE configuration data specified in subclause 11.3.3 of 3GPP TS 23.434 [6].

--
Once the V2X UEs are connected to the serving PLMN, the V2X UE is configured with configuration data (e.g. local service information) for receiving V2X services.


* * * End Change * * * *

