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1. Introduction
This contribution provides a proposal for description for GEO ID
2. Reason for Change
The GEO ID description is currently missing.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.286v1.1.0.
* * * First Change * * * *

8.5
Geographical area identity (GEO ID)

The V2X service provider defined identity of a geographical area. The GEO ID supports different representations of geographical area (e.g. geo-fence, tile identifiers). The VAE server maintains the mapping of the GEO ID with the location corresponding to one or more V2X UE IDs.
The GEO ID may support the format of a URI.
* * * Next Change * * * *

9.10.2
Information flows

9.10.2.1
Service continuity request

Table 9.10.2.1-1 describes the information flow from a VAE server to issue a service continuity request to other VAE servers.


Table 9.10.2.1-1: Service continuity request
	Information element
	Status
	Description

	GEO ID
	M
	Geographical area identifier (e.g. subscription URI, tile identifier, geo-fence tile identifier)

	V2X service ID
	M
	PSID or ITS-AID the V2X UE is interested in receiving (e.g. ETSI ITS DENM, ETSI ITS CAM)


9.10.2.2
Service continuity response

Table 9.10.2.2-1 describes the information flow for a VAE server to respond to a service continuity request from other VAE server.
Table 9.10.2.2-1: Service continuity response
	Information element
	Status
	Description

	VAE server ID
	M
	Identifier of the VAE server (e.g., FQDN)

	Result
	M
	The result whether the VAE server can serve the requested GEO ID and V2X Service ID


9.10.2.3
Local service information request

Table 9.10.2.3-1 describes the information flow local service information request from the VAE client to the VAE server.

Table 9.10.2.3-1: Local service information request

	Information element
	Status
	Description

	V2X UE ID
	M
	Identity of the V2X UE requesting the service discovery information.

	GEO ID
	M
	Geographical location for which the local service information is requested



9.10.2.4
Local service information response

Table 9.10.2.4-1 describes the information flow local service information response from the VAE server to the VAE client.

Table 9.10.2.4-1: Local service information response
	Information element
	Status
	Description

	Result
	M
	Indicates the success or failure of getting the local service information

	Local service information
	O (NOTE)
	The local service information:

-
V2X server USD information as specified in 3GPP TS 23.285 [5]

-
V2X application server address information as specified in 3GPP TS 23.285 [5] and transport port for unicast

-
V2X USD information as specified in 3GPP TS 23.285 [5]

	NOTE:
If the Result information element indicates failure then local service information IE is not included.


* * * End Change * * * *

