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A.4
Group configuration data

Table A.4-1: Common group configuration data (on and off network)
	Reference
	Parameter description
	MC service UE
	MC service Server
	Group management server

	[R-5.17-004],

[R-6.4.3-001],

[R-6.4.3-002],

[R-6.9-004] and

[R-5.1.3-002] of 3GPP TS 22.280 [3]
	MC service group ID
	Y
	Y
	Y

	[R-5.17-004],

[R-6.4.3-001],

[R-6.4.3-002] and

[R-6.9-004] of 3GPP TS 22.280 [3]
	Group Alias (Contact URIs)
	Y
	Y
	Y

	[R-5.1.7-001] of 3GPP TS 22.280 [3]
	>> Group list names (see NOTE 9)
	Y
	N
	Y

	
	List of group members (see NOTE 1) (see NOTE 8)
	
	
	

	[R-5.1.3-001],
[R-5.1.5-001],

[R-6.4.5-005] and
[R-6.4.5-006] of 3GPP TS 22.280 [3]
	> MCPTT
	
	
	

	
	>> MCPTT ID (see NOTE 2)
	N
	Y
	Y

	3GPP TS 33.180 [25]
	>> KMSUri for security domain of the MCPTT ID (see NOTE 3)
	N
	Y
	Y

	[R-6.2.2-001] and

[R-7.6-007] of 3GPP TS 22.280 [3]
	>> User priority for the group
	N
	Y
	Y

	[R-5.1.3-001] of 3GPP TS 22.280 [3]


	>> Participant type for the group (group membership information). The particpant type values are defined and configured by the Mission Critical Organisation (e.g.first responder, second responder, dispatcher, dispatch supervisor, MC service administrator).
	N
	Y
	Y

	[R-5.1.3-001],

[R-5.1.5-001],

[R-6.4.5-005] and

[R-6.4.5-006] of 3GPP TS 22.280 [3]
	> MCVideo
	
	
	

	
	>> MCVideo ID (see NOTE 2)
	N
	Y
	Y

	3GPP TS 33.180 [25]
	>> KMSUri for security domain of the MCVideo ID (see NOTE 3)
	N
	Y
	Y

	[R-6.2.2-001] and

[R-7.6-007] of 3GPP TS 22.280 [3]
	>> User priority for the group
	N
	Y
	Y

	[R-5.1.3-001] of 3GPP TS 22.280 [3]


	>> Participant type for the group (group membership information). The particpant type values are defined and configured by the Mission Critical Organisation (e.g.first responder, second responder, dispatcher, dispatch supervisor, MC service administrator).
	N
	Y
	Y

	[R-5.1.3-001],

[R-5.1.5-001],

[R-6.4.5-005] and

[R-6.4.5-006] of 3GPP TS 22.280 [3]
	> MCData
	
	
	

	
	>> MCData ID (see NOTE 2)
	N
	Y
	Y

	3GPP TS 33.180 [25]
	>> KMSUri for security domain of  the MCData ID (see NOTE 3)
	N
	Y
	Y

	 [R-6.2.2-001] and

[R-7.6-007] of 3GPP TS 22.280 [3]
	>> User priority for the group
	N
	Y
	Y

	[R-5.1.3-001] of 3GPP TS 22.280 [3]

	>> Participant type for the group (group membership information). The particpant type values are defined and configured by the Mission Critical Organisation (e.g.first responder, second responder, dispatcher, dispatch supervisor, MC service administrator).
	N
	Y
	Y

	[R-5.16.2-001] and

[R-5.16.2-002] of 3GPP TS 22.280 [3]
	Group's owner (Mission Critical Organisation)
	Y
	Y
	Y

	Subclause 8.3.2, 10.2.3
	MC service specific configuration (see NOTE 4)
	
	
	

	
	> MCPTT configuration (see NOTE 5)
	
	
	

	
	> MCVideo configuration (see NOTE 6)
	
	
	

	
	> MCData configuration (see NOTE 7)
	
	
	

	
	List of subordinate groups
	
	
	

	[R-5.2.2-002] of 3GPP TS 22.280 [3]
	> MC service group ID
	N
	Y
	Y

	
	 Group broadcast information
	
	
	

	[R-5.2.2-001] of 3GPP TS 22.280 [3]
	Level within group hierarchy
	N
	Y
	Y

	[R-5.2.3-001] of 3GPP TS 22.280 [3]
	Level within user hierarchy
	N
	Y
	Y

	Subclause 10.6.2.9 of 3GPP TS 23.379 [16]
	Group is a preconfigured regroup group
	Y
	Y
	Y

	[R-5.2.1-002] of 3GPP TS 22.280 [3]
	Group is a broadcast group
	Y
	Y
	Y

	NOTE 1:
The list of group members is provided to an authorized user only upon request and not by default.

NOTE 2:
MC service IDs for all configured MC services shall be provided for the configured group member. 

NOTE 3:
If this parameter is absent, the KMSUri shall be that identified in the initial MC service UE configuration data (on-network) configured in table A.6-1.

NOTE 4:
An MC service specific configuration shall be provided for all of the MC services for which the group is enabled. At least one MC service shall be enabled for a group.

NOTE 5:
This parameter is a parent parameter whose child parameters are defined in 3GPP TS 23.379 [16].

NOTE 6:
This parameter is a parent parameter whose child parameters are defined in 3GPP TS 23.281 [12].

NOTE 7:
This parameter is a parent parameter whose child parameters are defined in 3GPP TS 23.282 [13].

NOTE 8:
The list of group members comprises all group members in primary and in partner MC systems of the MC service group.
NOTE 9:
These are the group name lists that the Group is associated with on the UE that may use to organize the groups for the user.


