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1. Introduction
This pCR proposes to fix some of the editorials in the latest SEAL TS 23.434.
2. Reason for Change
Alphabetical ordering of the abbreviations is corrected. Subclause 13.2.5.3 heading font is not correct and hence not reflecting in Table of Contents. 
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.434 V1.1.0.
* * * First Change * * * *

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

5GS
5G System

API
Application Programming Interface
CAPIF
Common API Framework for northbound APIs

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

EPC
Evolved Packet Core

NR
New Radio

PLMN
Public Land Mobile Network

SCEF
Service Capability Exposure Function

SEAL
Service Enabler Architecture Layer for Verticals


UE
User Equipment
VAL
Vertical Application Layer

* * * Next Change * * * *

13.2.5.2
KM-UU
The interactions related to key management functions between the key management client and the key management server are supported by KM-UU reference point. This reference point utilizes Uu reference point as described in 3GPP TS 23.401 [8] and 3GPP TS 23.501 [9].
KM-UU reference point provides a means for the key management server to provide security related information (e.g. encryption keys) to the key management client. The KM-UU reference point shall use the HTTP-1 and HTTP-2 signalling control plane reference points for transport and routing of security related information to the key management client.

NOTE:
KM-UU reference point is responsibility of SA3 and specified in 3GPP TS 33.xyz [X].

Editor's note: Adding SA3 TS reference is FFS.
13.2.5.3
KM-PC5
The interactions related to key management functions between the key management clients located in different VAL UEs are supported by KM-PC5 reference point. This reference point utilizes PC5 reference point as described in 3GPP TS 23.303 [10].
* * * Next Change * * * *
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