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1. Introduction
This pCR is to resolves the editor's note:
Editor's Note:
Procedure 11.3.x and related information flows for SS_Obtain_Updated_User_Profile API is FFS.
2. Reason for Change
New procedures added for VAL server to subscribe and receive notifications on the updated user profile of VAL user or UE.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.434 V1.1.0.
* * * First Change * * * *

11.4.3
SS_Obtain_Updated_User_Profile API
11.4.3.1
General
API description: This API enables the VAL server to communicate with the configuration management server for obtaining updated user profile over CM-S.
11.4.3.2
Updated_User_Profile_Subscribe_Event operation
API operation name: Updated_User_Profile_Subscribe_Event
Description: Subscribing to changes to user profile.
Known Consumers: VAL server.

Inputs: See subsclause 11.3.2.10
Outputs: See subsclause 11.3.2.11
See subclause 11.3.4.5 for the details of usage of this API operation.
11.4.3.3
Updated_User_Profile_Notify_Event operation
API operation name: Updated_User_Profile_Notify_Event
Description: Notification for changes to user profile.
Known Consumers: VAL server.

Inputs: See subclause 11.3.2.12
Outputs: See subclause 11.3.2.12
See subclause 11.3.4.5 for the details of usage of this API operation.

* * * Next Change * * * *

11.3.2.10
Updated user profile subscription request
Table 11.3.2.10-1 describes the information flow from the VAL server to the configuration management server for updated user profile subscription request.

Table 11.3.2.10-1: Updated user profile subscription request
	Information element
	Status
	Description

	Identities list
	M
	List of VAL users or VAL UEs whose updates on user profile is requested.

	Time between consecutive user profile updates
	M
	It indicates the interval time between consecutive user profile updates


11.3.2.11
Updated user profile subscription response
Table 11.3.2.11-1 describes the information flow from the configuration management server to the VAL server for updated user profile subscription response.

Table 11.3.2.11-1: Updated user profile subscription response
	Information element
	Status
	Description

	Subscription status
	M
	It indicates the subscription result


11.3.2.12
Updated user profile notification
Table 11.3.2.12-1 describes the information flow updated user profile notification from the configuration management server to the VAL server.

Table 11.3.2.12-1: Notify updated user profile event
	Information element
	Status
	Description

	Identities list
	M
	List of VAL users or VAL UEs whose user profile is modified.

	Updated user profile data
	M
	User profile data that has been modified.


* * * Next Change * * * *

11.3.4.5
Updated user profile subscription procedure
Figure 11.3.4.5-1 illustrates the high level procedure for obtaining updated user profile data based on subscription request.
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Figure 11.3.4.5-1: Updated user profile subscription procedure

1.
Configuration management client or VAL server sends an updated user profile subscription request to the configuration management server to subscribe any updates to user profile of one or more VAL users or VAL UEs.

2.
The configuration management server shall check if the configuration management client or VAL server is authorized to initiate the updated user profile subscription request. 

3.
The configuration management server replies with a updated user profile subscription response indicating the subscription status.

Figure 11.3.4.5-2 illustrates the high level procedure of updated user profile notification event.
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Figure 11.3.4.5-2: Updated user profile notification
1.
The configuration management server sends the updated user profile notification including the changes to user profile of one or more VAL users or VAL UEs to the configuration management client or VAL server.
NOTE:
Updated user profile notification is based on the subscription.

* * * Next Change * * * *

11.3.4.2
Obtaining the VAL user profile(s) from the network
11.3.4.2.1
Obtaining the VAL user profile(s) in primary VAL system
The procedure for the VAL user or VAL server obtaining VAL user profiles in the primary VAL system of that VAL user is illustrated in figure 11.3.4.2.1-1.
Pre-conditions:

-
The VAL user has performed user authentication in the identity management server.
-
The VAL UE or VAL server has secure access to the configuration management server.
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Figure 11.3.4.2.1-1: VAL user obtains the VAL user profile(s) from the network
1.
The configuration management client or VAL server sends a get VAL user profile request message to the configuration management server, which includes the VAL user ID or VAL UE ID.

2.
The configuration management server obtains the VAL user profile information.

3.
The configuration management server sends get VAL user profile response message to the configuration management client or VAL server. When a download is necessary, this message includes all VAL user profiles that are associated with the VAL user ID or VAL UE ID.
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