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Abstract of document:

TS 23.286 specifies V2X application enabler capabilities by taking into consideration the study in 3GPP TR 23.795, the existing stage 1 and stage 2 work within 3GPP related to V2X in 3GPP TS 22.185, 3GPP TS 22.186 and 3GPP TS 23.285, as well as V2X application standards defined outside 3GPP (e.g. ETSI, SAE).
This technical specification is progressing the objectives of the work, including specifying the following:

1)
The architecture requirements for V2X application enablers.

2)
The functional architecture of V2X application layer considering Service Enabler Architecture Layer for Verticals (SEAL) and specifying the requirement functional entities and reference points.

3)
The deployment models of the functional architecture and the identities used.

4)
The V2X application enabler procedure and information flows for the following features:

-
Usage of SEAL services

-
V2X UE registration.

-
Application level location tracking
-
V2X message delivery (downlink, uplink, group)
-
File distribution

-
Provisioning 3GPP system information

-
Network monitoring by V2X UE

-
Switching modes of operations for V2V communications
-
V2X service discovery

-
V2X service continuity

-
V2X application resource management

-
Dynamic group management
-
Network situatiion and QoS monitoring and reporting

-
Service negotiation with underlying 3GPP network
5)
The VAE layer APIs.

Changes since last presentation to TSG SA:

The following aspects are completed since the last presentation to SA:

1)
2 new requirements and 6 VAE layer procedures are introduced.
2)
Alignment with SEAL services is completed pending NRM service.
3)
VAE layer APIs are introduced.
Outstanding Issues:

Alignment with SA2 is pending on NRM service and its usage for V2X application layer.
Contentious Issues:

None
