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* * * First Change * * * *
10.3.4.6
Broadcast group regroup call using pre-configured group

10.3.4.6.1
General
The temporary group created using a pre-configured group can be a broadcast group or a non-broadcast group.

A broadcast group regroup call using pre-configured groups can be achieved by first regrouping users into a pre-configured group regroup group, making the broadcast group call on the pre-configured group, and then cancelling the pre-configured group regroup.

10.3.4.6.2
Broadcast group regroup call using pre-configured group the MCPTT system
The broadcast group regroup call procedure using pre-configured group allows an authorized MCPTT user to initiate a broadcast call to a set of MCPTT groups, which are regrouped only for the duration of the broadcast call. The regroup is cancelled at the end of the broadcast call to prevent users from talking back on the regroup group.  This procedure requires that the authorized MCPTT user is a group member of at least one of the MCPTT groups included in the regroup operation. 
Figure 10.3.4.6.2‑1 illustrates the procedure to initiate a broadcast group regroup call using a pre-configured MCPTT regroup group owned by the MCPTT system. For simplicity, no receiving clients are shown.
Pre-conditions:

-
The MCPTT client is registered with the MCPTT service.

-
The MCPTT group identity and group configuration for the regroup MCPTT group have been pre-configured in the MCPTT client and the IWF. The MCPTT client and the IWF have received the relevant security related information to allow them to communicate in the regroup MCPTT group.

-
The MCPTT client is authorized to initiate a group regroup using the pre-configured regroup procedure.

-
The MCPTT client is aware of a suitable pre-configured regroup group whose configuration has been pre-configured in the IWF and the MC service UEs of the MCPTT users who will be regrouped.

-
The MCPTT client is affiliated to group 1.

-
The IWF is affiliated to one or more of MCPTT group 1, 2 or 3; or, the IWF may own one or both of MCPTT groups 2 and 3.
-
The pre-configured group has at least one member homed in the IWF.
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Figure 10.3.4.6.2-1: Broadcast group regroup call using pre-configured group in the MCPTT system

1.
The authorized user of the MCPTT client initiates the group regroup formation procedure using pre-configured groups as specified in subclause 10.3.7.1. MCPTT groups 1, 2, and 3 are regrouped into group 4.
2.
The MCPTT user at the MCPTT client performs the broadcast group call procedure as specified in subclause 10.3.4. 
3.
The MCPTT client initiates the pre-configured group regroup cancellation procedure using pre-configured groups as specified in subclause 10.3.7.1.

10.3.4.6.3
Broadcast group regroup call using pre-configured group in the IWF
The broadcast group regroup call procedure using pre-configured group allows an IWF user to initiate a broadcast call to a set of MCPTT groups, which are regrouped only for the duration of the broadcast call. 

Figure 10.3.4.6.3-1 illustrates the procedure to initiate a broadcast group regroup call using a pre-configured MCPTT regroup group owned by the IWF.

Pre-conditions:

-
MCPTT clients 1 and 2 are registered with the MCPTT service.

-
The MCPTT group identity and group configuration for the regroup MCPTT group have been pre-configured in MCPTT clients 1 and 2, and MCPTT clients 1 and 2 have received the relevant security related information to allow them to communicate in the regroup MCPTT group.

-
MCPTT client 1 is affiliated to group 1, MCPTT client 2 is affiliated to group 2.  Group 3 is used as the regroup group.
-
The pre-configured group has at least one member homed in the MCPTT system.
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Figure 10.3.4.6.3-1: Broadcast group regroup call using pre-configured group in the IWF

1.
The IWF initiates the group regroup formation procedure using pre-configured groups as specified in subclause 10.3.7.1. MCPTT groups 1 and 2 are regrouped into group 3.
2.
The IWF performs the broadcast group call procedure as specified in subclause 10.3.4. 
3.
The IWF initiates the pre-configured group regroup cancellation procedure using pre-configured groups as specified in subclause 10.3.7.1.
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