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1. Introduction
This pCR is proposed to correct the usage of Edge Data Network and Edge Enabler Server in the key issues and open issues.
2. Reason for Change
The following open issues are identified with mixed usage of Edge Data Network and Edge Enabler Server. The Edge Data Network is the concept of deployment location, while the Edge Enabler Server enables the application client in the UE connects to the “closest’ Edge application.
4.1
Key Issue 1: Service provisioning and configuration

A UE should be able to connect with the Edge Data Network.

Open issues:

-
Whether some configuration information is needed by the UE in order to connect with the Edge Data Network or not? If yes, what are the configuration parameters?

-
How the configuration information, if required, is provided to the UE in a secure manner?

4.2
Key Issue 2: Edge Data Network discovery and registration

The deployment of Edge Data Network may not be available at all the locations due to operational constraints. For certain applications, before attempting to avail edge computing services the UE needs to determine the availability of an Edge Data Network at the UE's location.

Open issues:

-
Whether and how a UE determines the availability of an Edge Data Network at the UE's location?

-
Whether and how the UE registers to the Edge Enabler Server before availing Edge Computing services? 

-
If there are changes in the availability of the Edge Data Network, whether and how the UE is notified?

4.8
Key Issue 8: Edge Data Network selection

A UE may have access to more than one Edge Data Network including Application Servers due to e.g. dual registration.with 3GPP access and non-3GPP access. An Edge Enabler Client in the UE needs to discover not only an available Edge Application(s) but first select the optimal Edge Data Network if more than one is available.

Open issues:

-
How to assist the Edge Enabler Client to select the optimal Edge Data Network?

NOTE:
This key issue is related to key issue #2 and #4.

Editor's Note:
The related solutions may need to be coordinated with SA2.

4.10
Key Issue 10: Dynamic availability

Availability of Edge Data Network and the Edge Applications can change dynamically due to multiple reasons, such as change in deployments, mobility of the UE etc. Such changes should be provided to the UE to fine tune the services provided accordingly. 

Open issues:

-
How to keep the UE updated with information about Edge Data Network?

-
How to keep the UE updated with information about Edge Applications?
This pCR proposed to updates the above key issues with the correct terminology. 
3. Conclusions

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.758 0.2.0.
* * * First Change * * * *

4.1
Key Issue 1: Service provisioning and configuration

A UE should be able to connect with the Edge Enabler Server.

Open issues:

-
Whether some configuration information is needed by the UE in order to connect with the Edge Enabler Server or not? If yes, what are the configuration parameters?

-
How the configuration information, if required, is provided to the UE in a secure manner?

4.2
Key Issue 2: Edge Data Network discovery and registration

The deployment of Edge Data Network may not be available at all the locations due to operational constraints. For certain applications, before attempting to avail edge computing services the UE needs to determine the availability of an Edge Enabler Server at the UE's location.

Open issues:

-
Whether and how a UE determines the availability of an Edge Enabler Server at the UE's location?

-
Whether and how the UE registers to the Edge Enabler Server before availing Edge Computing services? 

-
If there are changes in the availability of the Edge Enabler Server, whether and how the UE is notified?

* * * Next Change * * * *

4.8
Key Issue 8: Edge Data Network selection

A UE may have access to more than one Edge Data Network including Application Servers due to e.g. dual registration.with 3GPP access and non-3GPP access. An Edge Enabler Client in the UE needs to discover not only an available Edge Application(s) but first select the optimal Edge Data Network if more than one is available.

Open issues:

-
How to assist the Edge Enabler Client to select the optimal Edge Enabler Server?

NOTE:
This key issue is related to key issue #2 and #4.

Editor's Note:
The related solutions may need to be coordinated with SA2.

* * * Next Change * * * *

4.10
Key Issue 10: Dynamic availability

Availability of Edge Enabler Server and the Edge Applications can change dynamically due to multiple reasons, such as change in deployments, mobility of the UE etc. Such changes should be provided to the UE to fine tune the services provided accordingly. 

Open issues:

-
How to keep the UE updated with information about Edge Enabler Server?

-
How to keep the UE updated with information about Edge Applications?
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