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* * * First Change * * * *

10.1.2.X
Default functional alias update request
Table 10.1.2.X-1 describes the information flow default functional alias update request from the MC service client to the MC service server.

Table 10.1.2.X-1: Default functional alias update request
	Information element
	Status
	Description

	MC service ID
	M
	The MC service ID of the originator who triggers the default functional alias update request.

	Functional alias
	M
	A list of functional aliases.


10.1.2.Y
Default functional alias update response

Table 10.1.2.Y-1 describes the information flow default functional alias update response from the MC service client to the MC service server.

Table 10.1.2.Y-1: Default functional alias update response

	Information element
	Status
	Description

	MC service ID
	M
	The MC service ID of the originator who triggers the default functional alias update response.

	Result
	M
	Indicates the success or failure for the result


* * * Next Change * * * *

10.13.X
Default functional alias update
10.13.X.1
General

The MC service client updates the default functional alias to be stored within the MC service server. Once a new default functional alias is set it is used till another default functional alias is set. After an MC service log-off the user's updated default functional alias is deactivated for the user.
NOTE:
After MC service log-on a default functional alias may be configured, otherwise no default functional alias is active for the user.
10.13.X.2
Default functional alias update procedure
The procedure for updating the default functional alias is described in figure 10.13.X.2-1.

Pre-conditions:

-
The MC service server has subscribed to the MC service functional alias controlling server within the MC system for functional alias activation/de-activation updates.

[image: image1.emf]MC service client MC service server

2. Default functional alias update response

1. Default functional alias update request


Figure 10.13.X.2-1: Default functional alias update procedure

1.
The MC service client sends a default functional alias update request to the MC service server to update the default functional alias.

2.
The MC service server provides a default functional alias update response to the MC service client indicating success or failure of the request.
* * * End of Changes * * * *
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