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1. Introduction
This doc proposes the key issue that MSGin5G Service shall support to trigger the UE
2. Reason for Change
Contribution with new text.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-24 v0.1.0.
* * * First Change * * * *

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[X1]
3GPP TS 23.502:
"Procedures for the 5G System"
* * * Second Change * * * *

5
Key Issues

5.X
Key Issue X: network triggering the UE
5.X.1
Description

The requirement of network triggering the UE is specified in requirement [R-5.1.2-006] of 3GPP TS 22.262 [2]. It applies to all message scenarios. 
Some performance requirements also applied to the network triggering mechanism, i.e.the requirement [R-5.5.2-001] of 3GPP TS 22.262 [2].
Issues include:

-
Whether the existing network triggering mechanism, i.e. network triggered service request specified in clause 4.2.3.4 of 3GPP TS 23.502 [X1], can fulfil the network triggering requirement specified in 3GPP TS 22.262. 

-
When UE uses non-3GPP message service, whether it is necessary for MSGin5G service to trigger the UE and how MSGin5G service triggers the UE.

5.X.2
Identified Gaps

The following gaps have been identified to fulfil the identifier requirements:

-
The procedure of network triggering the UE is needed to be specified. 
-
If network triggered service request specified in clause 4.2.3.4 of 3GPP TS 23.502 [X1] is used to trigger the UE, potential impact to on 5G system is needed to be studied.
-
How to trigger non-3GPP message UE and the related procedure are needed to be studied.

