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1. Introduction
This doc proposes the key issue that MSGin5G Service shall support group message
2. Reason for Change
Contribution with new text.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-24 v0.1.0.
* * * First Change * * * *

5
Key Issues

5.X
Key Issue X: group message
5.X.1
Description

The requirement of group message is specified in requirement [R-5.4.2-001] of 3GPP TS 22.262 [2]:
-
 [R-5.4.2-001] The MSGin5G Service shall support group message communication, i.e. a UE sends a message to a group of UEs. All the members in a group can send messages. The UEs in a group can be located in different geographical areas. 
The requirements of roaming and interconnection specified in 3GPP TS 22.262 [2] are also applied:

-
[R-8.2-001] The MSGin5G Service shall support a roaming UE sending and receiving messages.

 -
[R-9.2-001] The MSGin5G Service shall support an UE within an operator sending a message to another UE within another operator.
The following conclusion can be made based on the requirements above:
-
The UEs in a group may locate in different PLMNs or roam to VPLMN.
According to requirement [R-5.1.2-007] of 3GPP TS 22.262 [2], non-3GPP message UE may also send and receive group message via MSGin5G gateway.
Issues include:

-
How to support different UEs sending and receiving group message in an MGSin5G group. The UE may include MSGin5G UE located in HPLMN, MSGin5G UE located in VPLMN, MSGin5G UE interconnected from other PLMN and non-3GPP message UE, 
5.X.2
Identified Gaps

The following gaps have been identified to fulfil the identifier requirements:

-
The procedures of group message, including originating and terminating group message for different UEs, are needed to be specified. 
-
The related functional requirements, e.g. identifier of group, authorization of UEs, etc, are needed to be specified.
