
3GPP TSG-SA WG6 Meeting #33
S6-191814
Sophia Antipolis, France, 2nd – 6th September 2019
(revision of S6-191755)

Source:
Ericsson
Title:
Pseudo-CR on Scope to MCIOPS
Spec:
3GPP TS 23.XYZ v0.0.0 (MCIOPS)
Agenda item:
10.2
Document for:
Approval
Contact:
Camilo Solano (camilo.solano@ericsson.com)
1. Introduction
The scope for the new TS on MC services support on the IOPS mode of operation is presented in this contribution.
2. Reason for Change
Include scope section.
3. Conclusions

<Conclusion part (optional)>

4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.XYZ v0.0.0 (MCIOPS)
* * * First Change * * * *

1
Scope
This document specifies the functional architecture, procedures and information flows needed to support mission critical services in the IOPS mode of operation. The IOPS mode of operation is defined in 3GPP TS 23.401 [2].
The corresponding service requirements are defined in 3GPP TS 22.346 [9].
The present document is applicable primarily to support mission critical services in the IOPS mode of operation defined in 3GPP TS 23.401 [2]. For that, the mission critical services are supported using E-UTRAN access based on the EPC architecture.
The functional architecture to support mission critical services in the IOPS mode of operation can be used for public safety applications and also for general commercial applications, e.g. utility companies and railways, for the case of a backhaul failure.
