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1. Introduction
This contribution proposes a new requirement for V2X message distribution from V2X application server to V2X UE. 

V2X messages are defined at application-specific layer and addressed for one or more V2X UEs using target geographical areas or to deliver certain services e.g. tele-operated driving between a V2X application server and V2X UE. For instance, V2X UEs in a certain geographical area will receive specific V2X messages for that area or V2X UEs subscribing to certain services e.g. tele-operated driving will receive service-specific messages. 
Tele-operated support (TeSo) is defined in 3GPP TR 22.886 (Clause 5.21) and the corresponding requirements are in clause 7.2.5 for remote driving. Normative requirements are in 3GPP SA1 TS 22.186 Clause 5.5. Remote driving applications allow a remote driver that is not sitting in the vehicle to undertake the control of the vehicle and drive remotely the vehicle, in an efficient and safe manner, from the current location to the destination. TeSo is session-based which requires continuous interaction between the vehicle and the remote driver during the session. TeSo deals with transmitting video and sensor data from the vehicle to remote driver and control and commands from the vehicle to the driver. TeSo is session oriented rather than message oriented (event-based) and requires a continuous flow of data for both uplink and downlink. TeSo requires establishment and termination of a communication service at the application layer as described in 3GPP TR 22.886 (Clause 5.21). 
2. Reason for Change
The VAE layer shall enable the delivery of V2X messages based on pre-established sessions (e.g. tele-operated driving).  

3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.764 v0.1.0.
* * * First Change * * * *

6.x
V2X message distribution 
Editor's Note:
Provide a suitable title for the requirements.
6.x.1
Description

Editor's Note:
This subclause will describe the application layer support aspect and also identify impact to existing requirements in TS 23.286.
This subclause specifies the V2X (e.g. ETSI ITS, SAE) message distribution requirements.

6.x.2
Requirements

Editor's Note:
This subclause will describe the architectural requirements.
[AR-6.x.2-a] The VAE layer shall enable the delivery of V2X messages based on pre-established sessions (e.g. tele-operated driving). 
* * * Next Change * * * *

<Proposed change in revision marks>

* * * Next Change * * * *

<Proposed change in revision marks>

