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1
Overall description

1. Service Names Suggestion:

As the V2X APIs are to be used by application developers which are outside the 3GPP community, we think we should be extra cautious about producing specifications that are as clear as possible. In that respect, we think it is useful to use service naming conventions that apply to all V2X services. We also think that it is important that Stage 2 and Stage 3 specifications have the same service API names.
For CAPIF service operation we (both Stage-2 and Stage-3) adopted a convention of: verb-xxx. We would like to propose the same convention for V2X.

We kindly ask SA6 to agree to this goal and modify the Stage 2 specification accordingly.
2. Message Delivery:

CT3 has some questions for the message delivery API:

1. The message delivery API includes UL and DL message delivery. If the UL message delivery occurs before any DL message delivery, how does the VAE server discover the V2X AF? Is it via local configuration or should the V2X AF initially send the end point address for receiving UL messages to the VAE server?
2. For DL message delivery, can the V2X AF request to receive the DL message delivery status report?
3. For DL message delivery, can the V2X AF request to replace or recall the DL message delivery like SMS, or is the message delivery nature “fire and forget”?
2
Actions

To SA6 group.

ACTION: 

1. CT3 kindly asks SA6 to consider the following naming modification in the V2XAPP stage 2 specification (see details below).
2. CT3 kindly asks SA6 to provide answers to the Message Delivery questions.
Suggested changes to Service Names:
Modify VAE_V2X_Message_Delivery to VAE_MessageDelivery (The V in VAE stands for V2X)
Modify VAE_File_Distribution to VAE_FileDistribution
Modify VAE_V2X_Application_Requirement to VAE_ApplicationRequirement
Suggested changes to Service Operation:

Modify V2X_Message_Delivery to Deliver_DL_Message 
Add Deliver_UL_Message
Modify Initiate_File_Distribution to Distribute_File 

Modify V2X_Application_Requirement to Reserve_NetworkResource
See suggested modified table below:

	API Name
	API Operations
	Known Consumer(s)
	Communication Type

	VAE_MessageDelivery
	Deliver_DL_Message
	V2X application specific server
	Request/ Response

	
	Deliver_UL_Message
	
	Subscribe/Notify ??

	VAE_FileDistribution
	Distribute_File
	V2X application specific server
	Request/ Response

	VAE_ApplicationRequirement
	Reserve_NetworkResource
	V2X application specific server
	Subscribe/notify
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