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***** Next change *****
7.5.2.1.19
MCData one-to-one FD upgrade request
Table 7.5.2.1.19-1 describes the information flow for the MCData one-to-one FD upgrade request sent from the MCData client to the MCData server and from the MCData server to another MCData client.
Table 7.5.2.1.19-1: MCData one-to-one FD upgrade request
	Information element
	Status
	Description

	MCData ID
	M
	The identity of the MCData user sending data (when initiated by MCData client);

The identity of the MCData user receiving data (when initiated by MCData server).

	Functional alias
	O
	The associated functional alias of the MCData user sending data or receiving data.

	Conversation Identifier
	M
	Identifies the conversation

	Emergency indicator
	M
	Indicates that the data request is for MCData emergency communication


***** Next change *****
7.5.2.1.20
MCData one-to-one FD upgrade response
Table 7.5.2.1.20-1 describes the information flow for the MCData one-to-one FD upgrade response sent from the MCData client to the MCData server and from the MCData server to another MCData client.
Table 7.5.2.1.20-1: MCData one-to-one FD upgrade response
	Information element
	Status
	Description

	MCData ID
	M
	The identity of the MCData user sending data (when initiated by MCData client);

The identity of the MCData user receiving data (when initiated by MCData server).

	Conversation Identifier
	M
	Identifies the conversation


***** Next change *****
7.5.2.11
One-to-one FD communication upgrade to an emergency FD communication

7.5.2.11.1
General

This clause is for adding procedures related to upgrading to an emergency one-to-one FD communication.

7.5.2.11.2
Procedure

The procedure in figure 7.5.2.11.2-1 describes the case where an authorized MCData user is upgrading a one-to-one MCData FD communication to a one-to-one MCData emergency FD communication while the one-to-one MCData FD communication is already in progress. This procedure is applicable only when one-to-one MCData file distribution communication is established as described in subclause 7.5.2.5.
Pre-conditions:

1.
Both members of the one-to-one FD communication belong to the same MCData system.
2.
One-to-one FD communication is already in progress.
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Figure 7.5.2.11.2-1 One-to-one FD communication upgrade to an emergency FD communication
1.
The MCData user at MCData client 1 initiates an emergency. MCData client 1 sets its MCData emergency state. The MCData emergency state is retained until explicitly cancelled.

2.
MCData client 1 requests the MCData server to upgrade the one-to-one MCData FD communication to in-progress emergency by sending a MCData one-to-one FD upgrade request. 
3.
The MCData server sends the MCData one-to-one FD upgrade request towards the MCData client of the other participant. 

4.
The MCData user is notified of the in-progress emergency of the MCData one-to-one FD emergency communication.

5.
The receiving MCData client acknowledges the MCData one-to-one FD upgrade request and sends MCData one-to-one FD upgrade response to the MCData server.

6.
The MCData server adjusts the priority of the underlying bearer for both participants of the MCData one-to-one FD communication. The priority is retained until the communication ends.

7.
The MCData server sends MCData one-to-one FD upgrade response to MCData client 1.

8.
MCData client 1 and MCData client 2 continue with the MCData one-to-one FD communication, which has been transformed into an MCData one-to-one FD emergency communication.
***** Next change *****
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