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1. Introduction
Architectural requirements for the new TS on MC services support on the IOPS mode of operation are described in this contribution.
2. Reason for Change
Include architectural requirements.
3. Conclusions

<Conclusion part (optional)>

4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.XYZ v0.0.0 (MCIOPS)
* * * First Change * * * *

5
Architectural requirements

5.1
General requirements

5.1.1
Description

This clause specifies the general requirements for the support of MC services on the IOPS mode of operation.

5.1.2
Requirements
[AR-5.1.2-a] For the case of a backhaul failure between the radio access network and the macro core, the IOPS MC system shall provide support for MC services on the IOPS mode of operation until the failure is recovered.
[AR-5..21-b] MC service UEs within the coverage of the IOPS network shall be able to provide MC services over the IOPS MC system.
[AR-5..21-b] MC services shall be supported for one-to-one and group communications on the IOPS mode of operation.
5.2
MC service requirements

5.2.1
Description

This clause specifies the MC service requirements on the IOPS mode of operation.

5.2.2
Requirements
[AR-5.2.2-a] The following MCPTT service features shall be supported on the IOPS mode of operation

-
MCPTT group call 

-
MCPTT emergency call

-
MCPTT private call

[AR-5.2.2-b] The following MCData service features shall be supported on the IOPS mode of operation

-
MCData short data service
5.3
Network bearer requirements
5.3.1
Description

This clause specifies the network bearer requirements on the IOPS mode of operation.

5.3.2
Requirements
[AR-5.3.2-a] The IOPS MC system shall provide support for unicast bearer establishment and modification to support MC services via unicast transmissions on the IOPS mode of operation.
[AR-5.3.2-b] The IOPS MC system shall provide support for multicast bearer establishment and modification to support MC services via multicast transmissions on the IOPS mode of operation.
[AR-5.3.2-c] The IOPS MC system shall support announcement of multicast bearers to the MC service UEs.
