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*********************** 1st change *******************
10.2.2.1
General
API description: This API enables the V2X application specific server to communicate with the VAE server to send V2X messages to the V2X UEs (including V2X groups).
10.2.2.2
V2X_Message_Delivery operation
API operation name: V2X_Message_Delivery
Description: Delivers the V2X messages to the V2X UEs.
Known Consumers: V2X application specific server.

Inputs: Refer subclause 9.4.2.1, 9.4.2.3.

Outputs: None.

See subclause 9.4.3 and subclause 9.4.4 for the details of usage of this API operation.

*********************** 2nd change *******************
10.3
V2X application specific server APIs

10.3.1
General

Table 10.3.1-1 illustrates the V2X application specific server APIs.
Table 10.3.1-1: List of V2X application specific server APIs
	API Name
	API Operations
	Known Consumer(s)
	Communication Type

	VASS_Uplink_V2X_Message_Delivery API
	Uplink_V2X_Message_Delivery
	VAE server
	Request/ Response


10.3.2
VASS_Uplink_V2X_Message_Delivery API
10.3.2.1
General
API description: This API enables the VAE server to communicate with the V2X application specific server to send uplink V2X messages from the V2X UEs.
10.3.2.2
Uplink_V2X_Message_Delivery operation
API operation name: Uplink_V2X_Message_Delivery
Description: Delivers the uplink V2X messages from the V2X UEs to the V2X application specific server.
Known Consumers: VAE server.

Inputs: Refer subclause 9.4.2.4.

Outputs: None.

See subclause 9.4.5 for the details of usage of this API operation.

