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1. Introduction
This doc proposes the key issue that MSGin5G Service shall have some specific identifier(s) to identify the UEs
2. Reason for Change
Contribution with new text.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-24 v0.1.0.
* * * First Change * * * *

5
Key Issues

5.X
Key Issue X: identifier(s) of the UE
5.X.1
Description

The requirement of identifing the UE is specified in requirement [R-5.2.2-002] of 3GPP TS 22.262 [2]. It also applies to other three message scenarios according to the assumptions in section 4.1. 
Different MSGin5G enabled applications in a mobile handset Terminal shall be identified by MSGin5G services and the requirement is specified in requirement [R-5.2.2-003] of 3GPP TS 22.262 [2]. It also applies to other three message scenarios according to the assumptions in section 4.1. 
Futuremore, if 5GMSG UE communicates with non-3GPP message UE, the identifiers of non-3GPP UE shall be mapped with identifier of 5GMSG UE.
Issues include:

-
How to uniquely identify a UE in MSGin5G service, the UE may include MSGin5G enabled devices, MSGin5G enabled application in a device and non-3GPP message device. 

-
There may be many kinds of non-3GPP message services, whether it is necessary to establish a unique mechanism to map the non-3GPP identifier to 5GMSG identifier, and how to establish the mechanism.

5.X.2
Identified Gaps

The following gaps have been identified to fulfil the identifier requirements:

-
The IMSI/MSISDN or IMEI may not suitable to identify all kind of UEs, e.g. the applications in a mobile handset. The following studies are needed:

-
Whether the existing identifier(s) can fulfil the requirements.
-
Whether new identifier(s) is needed to be specified.
-
If the identifier(s) of UE is assigned by MSGin5G services, the procedure of generating, assigning and managing the identifier(s) are needed to be defined.

-
The procedure of managing both the MSGin5G identifiers(s) and identifier(s) of non-3GPP message services in MSGin5G Gateway is needed to be defined.
