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1. Introduction
This doc proposes the key issue that MSGin5G Service shall support group management
2. Reason for Change
Contribution with new text.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-24 v0.1.0.
* * * First Change * * * *

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[X1]
3GPP TS 23.434:
"Service Enabler Architecture Layer for Verticals"
* * * Second Change * * * *

5
Key Issues

5.X
Key Issue X: group management
5.X.1
Description

The requirement of group management is specified in requirement [R-5.4.2-002] of 3GPP TS 22.262 [2]. However, it is not specified that who (e.g. all UEs or some specific UEs in the group, the MSGin5G server) has the capability of group management.  
Issues include:

-
Analyze who can have the capability of group management from the technical perspective.
-
How to generate, manage and synchronize the group information on UE and MSGin5G server. The UE may include MSGin5G UE located in HPLMN, MSGin5G UE located in VPLMN, MSGin5G UE interconnected from other PLMN and non-3GPP message UE,
-
How to manage non-3GPP UE in a MSGin5G group message group.
5.X.2
Identified Gaps

The following gaps have been identified to fulfil the identifier requirements:

-
Whether the existing mechanism, e.g. SEAL specified in 3GPP TS 23.434 [X1] can fulfil the group management requirements specified in 3GPP TS 22.262 [2]. If gaps are identified, the following studies are needed:
-
The group information used for MSGin5G group management.

-
The procedures of MSGin5G group management.
-
The group management interworking in the MSGin5G gateway are needed to be defined
-
Technical requirements caused by the characters of UEs are needed to be fulfilled, e.g.:

-
UE may have the limitation of resource, some specified mechanism of managing the group data in the UE are needed.

-
Long latency may exist between UE and MSGin5G server due to the UE may be offline or in Power Saving Mode specified in 3GPP TS 23.682 [X1]. The group data in the UE and the MSGin5G server may not be synchronized on time, so some abnormal scenarios are needed to be specified.
