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1. Introduction
This contribution evaluates the following solution from TR 23.758:
	7.1
Solution #1: Edge Application Server Discovery
7.1.1
Solution description

The following solution corresponds to the key issue #4 on Edge Application Server discovery as specified in subclause 4.4. 

The Edge Enabler Server allows the Edge Enabler Client to discover both, the Edge Application Servers running on the Edge Hosting Platform within the Edge Data Network and the Edge Application Servers which can be instantiated on the Edge Hosting Platform within the Edge Data Network. The Edge Enabler Server employs authorization checks and discovery filters and provide requested information to the Edge Enabler Client.

Figure 7.1.1-1 illustrates the interactions between the Edge Enabler Client and the Edge Enabler Server for Edge Application Server discovery. 

Pre-conditions:

1.
Trigger conditions for initiating an Edge Application Server discovery request are configured in the Edge Enabler Client.
2.
Information related to the Edge Enabler Server is available with the Edge Enabler Client.
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Figure 7.1.1-1: Solution 1 – Edge Application Server Discovery

1.
Certain configured trigger condition, for e.g. establishment of PDU Session or PDN connectivity to the Edge Data Network, connecting to the Edge Enabler Sever for the first time, expiry of a periodic timer, entering or exiting a geographic area (i.e. Edge Data Network service area) etc., or a combination of configured trigger conditions met at the Edge Enabler Client.

2.
As a result of Step 1, the Edge Enabler Client sends an Edge Application Server discovery request to the Edge Enabler Server. The discovery request may contain query filters to retrieve information about a particular Edge Application Server or a category of Edge Application Servers, for e.g. gaming applications. If no query filter is included, it indicates a request to discover all available Edge Applications Server.

3.
Upon receiving the request from the Edge Enabler Client, the Edge Enabler Server checks if the Edge Enabler Client is authorized to discover the requested Edge Application Server(s). The authorization check may apply to an individual Edge Application Server, a category of Edge Application Servers or to the Edge Data Network, i.e., to all the Edge Application Servers.

4.
If the Edge Enabler client is authorized, the Edge Enabler Server retrieves the information of Edge Application Servers. The information includes a list of FQDN(s) along with a mapping to the IP address(es) of the Edge Application Servers running on the Edge Hosting Platforms in the Edge Data Network. For Edge Application Servers that are available but not instantiated, the Edge Enabler Server includes relevant information. Further, the Edge Enabler Server applies any discovery policies or filters, including the filters received in the Edge Application Server discovery request to the retrieved information, if any.

5.
The Edge Enabler Server sends the filtered information to the Edge Enabler Client in an Edge Application Server discovery response.

6.
Upon receiving the Edge Application Server discovery response, the Edge Enabler Client uses the FQDN and/or IP address mapping to resolve the domain name requested by the Application Client for routing the outgoing application data traffic and direct it to the instantiated Edge Application Server(s) in the Edge Data Network, as required. Further, the Edge Enabler Client may provide necessary notifications to the Edge-aware Application Client(s).




2. Reason for Change
Solution #1 needs to be evaluated for its merits and consideration for the normative phase.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.758 v0.3.0
* * * First Change * * * *

7.1.2
Solution evaluation
This solution allows an Edge Enabler Client to discover the Edge Application Servers, running or available for running, in the Edge Data Network. The solution also allows discovery and policy based filters for the discovery requests and provides relevant information about the Edge Application Servers to the Edge Enabler Clients.

This solution relates to key issue #4 and, satisfies [AR-5.5.2-a] and [AR-5.5.2-b].
_1624964066.vsd
�

Edge Enabler Client


Edge Enabler Server


 


2. Edge Application discovery request


5. Edge Application discovery response


 


3. Authorization check


4. Apply discovery policies and filters


1. Trigger conditions met


6. Process the received information



