
3GPP TSG-SA WG6 Meeting #33
S6-191917
Sophia-Antipolis, France 2nd – 6th Sep 2019
revision of S6-191666
Source:
ZTE Corporation
Title:
Solution- Geographic location and positioning information support
Spec:
3GPP TR 23.745 v0.4.0
Agenda item:
11.3
Document for:
Approval
Contact:


Shao Weixiang, shao.weixiang@zte.com.cn
1. Introduction
This contribution is to add Solution - Geographic location and positioning information support for FF application layer.
2. Reason for Change
Solution for positioning methods directly between FF applications in the UE and in the FF Application Server and hybrid positioning method.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.745 v0.4.0.
* * * First Change * * * *

8
Solutions

8.x
Solution #x: Geographic location and positioning information support
8.x.1
Solution description

The positioning methods directly between FF applications in the UE and in the FF Application Server utilize procedures and information flows for Location management (on-network) of SEAL to support FF communication services.

Editor's Note: How SEAL to support location management functional model in 5GS is FFS.
When Factories of the Future want to use different 5G positioning services supported by hybrid positioning methods to supply absolute and relative positioning. The FF Application Server first request hybrid positioning for FF Application in UE, then continues to use procedures and information flows for Location management (on-network) of SEAL. 
8.x.1.1

Information flows for SEAL Location management service
The following information flows of location management service of SEAL as specified in 3GPP TS 23.434 [x] are applicable for the FF applications:

-
Location reporting configuration specified in subclause 9.3.2.1;

-
Location information report specified in subclause 9.3.2.2;

-
Location information request specified in subclause 9.3.2.3;

-
Location information subscription request specified in subclause 9.3.2.5;

-
Location information subscription response specified in subclause 9.3.2.6;

-
Location information notification specified in subclause 9.3.2.7;

Editor's Note: How to support positioning method with ms-level latency requires further study and what positioning methods are needed to supply absolute and relative positioning for different 5G positioning services requires should further developed by SEAL enhancement.

8.x.1.2
Procedure for SEAL Location management service
The following procedures of location management service of SEAL as specified in 3GPP TS 23.434 [x] are applicable for the FF applications:

-
Event-triggered location reporting procedure specified in subclause 9.3.3;

-
On-demand location reporting procedure specified in subclause 9.3.4;

-
Location reporting event triggers configuration cancel specified in subclause 9.3.6;

-
Location information subscription procedure specified in subclause 9.3.7;

-
Event-trigger location information notification procedure specified in subclause 9.3.8;

-
On-demand usage of location information procedure specified in subclause 9.3.9;

8.x.2
Solution evaluation
* * * Second Change * * * *

2
References

[x]


3GPP TS 23.434: "Service enabler architecture layer for verticals; Functional architecture and information flows; Stage 2".
* * * End Change * * * *

