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1. Introduction
In the previous meeting, we agreed that it is useful to organize the collection of Identidiers that are used for the EDGEAPP study under one key issue. 

This contribution has evolved during the meeting to become an proposal to add the following new clause : 

‘Identities and commonly used values’ .
2. Reason for Change

We need these definitions in the TR.
4. Proposal

It is proposed to agree to add the following clause to 3GPP TR 23.758.
* * * First Change * * * *

x
Identities and commonly used values

Editor's Note: All the definitions and values in below subclauses can and be validated.

x.1
General

The following subclauses list identities and commonly used values that are used in this technical report.

x.2
Edge Enabler Client ID

The Edge Enabler Client ID uniquely identifies the Edge Enabler Clients.
x.3
Edge Enabler Server ID

The Edge Enabler Server ID is the FQDN of that Edge Enabler Server and each Edge Enabler Server ID is unique within PLMN domain.

x.4
Edge Application Server ID

The Edge Application Server ID identifies a particular application, for e.g. YouTube, WhatsApp etc.

x.5
Edge Application Server Instance ID

The Edge Application Server Instance ID identifies a particular instance of an Edge Application Server in a particular Edge Data Network.

x.6
Application Client ID

The Application Client ID identifies the client side of a particular application, for e.g. YouTube viewer, WhatsApp client etc.

x.7
Application Client Instance ID

The Application Client Instance ID identifies a particular instance of an Application Client in a particular UE.

x.8
UE ID

The UE ID uniquely identifies a particular UE within a PLMN domain. Following identities can be used:

-
GPSI, as defined in 3GPP TS 23.501 [02].

x.9
UE Location
The UE location identifies where the UE is present. It provides consistent definition of the UE’s location across the UE and network entities. Following values can be used:

-
For UEs that are connected via the 3GPP connection - Cell Identity, as defined in 3GPP TS 23.003 [06].
-
Another possibility for UEs that are connected via the 3GPP connection – TAI (Tracking Area Identity), as defined in 3GPP TS 23.003 [06]. 
