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1. Introduction
This pCR is proposed to introduce a new solution to solve the Key Issue #5 with enhancement to CAPIF.
2. Reason for Change
Two kinds of service API can be utilized by the Edge Application Server:

- Service APIs of Edge Enabler Server being provided by ECSP, and

- Service APIs of network capabilities being provided by MNO.
The service APIs offered by EES are consumed based on location information. When APIs are discovered, it is important to know which locations the APIs belong to. So an attribute of serving area e.g., PLMN, EDN area, cell list, TA list is required for the service APIs.
This solution is proposed to introduce the serving area into the Service API information.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.758 v0.5.0.
* * * First Change * * * *

7.x
Solution #x: Enhancements to CAPIF with introducing serving area to service API information
7.x.1
Solution description

The following solution corresponds to the key issue #5 on network capability exposure to Edge Application Server using CAPIF as specified in clause 4.5. 

The service API publish and discover procedure in CAPIF is designed for 3GPP network capabilities from MNO. However, except the 3GPP network capability exposure API(s), the Edge Enabler Server may also provide Service APIs which rely on the Edge Enabler Server. The Service APIs relying one Edge Enabler Server, may be only valid and utilized within the Edge Data Network. 

In order to reuse CAPIF for Edge application architecture, this solution introduces the serving area to the service API information and query information in the service API publish and service API discover procedures as descrbed in 3GPP TS 23.222 [14]. 

The following clauses in 3GPP TS 23.222 [14] are impacted by adding serving area to Service API information:

-
8.1.2.2
Onboard API invoker response
-
8.3.2.1
Service API publish request
-
8.5.2.2
Service API get response
-
8.6.2.1
Service API update request
-
8.7.2.2
Service API discover response
-
8.25.2.1
Interconnection API publish request
-
8.25.2.4
Interconnection service API discover response
The following clauses in 3GPP TS 23.222 [14] are impacted by adding serving area to query information:

-
8.7.2.1
Service API discover request
-
8.25.2.3
Interconnection service API discover request
7.x.2
Solution description

This solution allows service API of Edge Enabler Server to be supported with CAPIF.
