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* * * First Change * * * *

9.4.5.2
Procedure for uplink message delivery
Pre-conditions:

1.
The VAE client has discovered the VAE server as described in subclause 9.1.2.
2.
The VAE client has registered to a V2X service identified by a V2X Service ID as described in subclause 9.2.
3.
The V2X application specific server has performed the subscription as specified in clause 9.4.5.3. 
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Figure 9.4.5.2-1: Procedure for delivering messages from V2X UE to the V2X application server
1.
The V2X application-specific client sends a V2X uplink message to the VAE client.  

2.
The VAE client determines the VAE server for receiving the V2X uplink message with V2X Service ID.
3.
The VAE client transmits the V2X uplink message to the VAE server.
4.
The VAE server provides the V2X uplink message to the endpoint of V2X application-specific server(s).

5.
The VAE server may provide a V2X uplink message reception report to the VAE client if indicated in the V2X uplink message.

9.4.5.3
Procedure for subscription to uplink message delivery
Pre-condition:

-
The V2X application specific server is configured with the VAE server information.
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Figure 9.4.5.3-1: Procedure for subscription to uplink message delivery
1.
The V2X application-specific server sends a subscribe V2X uplink message delivry request to the VAE server including the information of the end point address at which the uplink messages from the V2X UE to the V2X application specific server are to be delivered.

2.
The VAE server stores the subscription information and provides an acknowledgement via a subscribe V2X uplink message delivery response message to the V2X application specific server.
* * * Next Change * * * *

9.4.2.x
Subscribe V2X uplink message delivery request
Table 9.4.2.x-1 describes the information flow for a V2X application specific server to subscribe with VAE server for uplink V2X messages.

Table 9.4.2.x-1: Subscribe V2X uplink message delivery request
	Information element
	Status
	Description

	V2X application specific server identity information
	M
	Identity information of the V2X application specific server.

	V2X service ID
	M
	The V2X service ID to which the V2X application-specific server registers to

	GEO ID
	O
	The geographical area to which the V2X application-specific server registers to 

	Endpoint information
	M
	Information of the endpoint of the V2X application specific server to which the uplink messages have to be sent.


9.4.2.y
Subscribe V2X uplink message delivery response
Table 9.4.2.y-1 describes the information flow for a VAE server to provide a response to the V2X application specific server for subscription request for V2X uplink message delivery.

Table 9.4.2.y-1: Subscribe V2X uplink message delivery response
	Information element
	Status
	Description

	Result
	M
	Result from the VAE server indicating subscription success or failure.


* * * End Change * * * *
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