3GPP TSG-SA WG6 Meeting #35
S6-200007
Hyderabad, India, 13th - 17th Jan 2020
3GPP TSG CT WG1 Meeting 121
TDoc C1-198623
Reno (NV), USA, 11-15 November 2019
Title:
LS on Enquiries for supporting vertical applications
Response to:
-
Release:
Rel-16
Work Item:
SEAL, V2XAPP
Source:
3GPP TSG CT WG1
To:
3GPP TSG SA WG6
Cc:
-
Contact person:
Christian Herrero-Veron

Christian. Herrero at Huawei.com
Send any reply LS to:
3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org
Attachments:
none
1
Overall description
CT1 have the following enquires with regards to the work on supporting vertical applications:
(1)
CT1 have checked the stage 2 work in TS 23.434 clause 6.5.3.2 and 6.5.3.3 which indicate that SIP signalling is used (the use of SIP-1 and SIP-2 reference points and indication of communication of the TMGI for multicast operation). CT1 have the understanding that in the context of SEAL HTTP should be used instead of SIP signalling for resource management, and therefore:

CT1 wonder whether it is correct SIP signalling or use HTTP or both for MBMS resource management.
(2)
CT1 have checked the stage 2 work in TS 23.434 clause 9.3.3 on Event-triggered location reporting procedure. In that procedure, the location reporting configuration message is sent from the server to the client. CT1 have the understanding that in the context of SEAL HTTP should be used for the event-triggered location reporting procedure, and therefore:
CT1 ask SA6 to clarify how the location reporting configuration message can be used using HTTP methods.
(3)
CT1 have checked the stage 2 work in TS 23.434 and TS 23.286 and one aspect is that LMS should be able to leverage the MBMS to configure several LMCs at the same time. In addition to that, for V2AXAPP communication over V1-AE MBMS transport can be used.

CT1 have the understanding that in the context of SEAL and V2XAPP HTTP is used. As TCP cannot be transmitted over MBMS (i.e., MBMS does not support acknowledgement from the client). QUIC with HTTP could be in principle a possibility but note that the use of QUIC is not part of 3GPP yet and a number of issues have been identified in 3GPP (see 3GPP TS 29.893 by CT4 so the use of QUIC seems not possible in Rel-16.

CT1 ask SA6 to provide guidance on how to proceed for which protocol to use for signalling over MBMS.

2
Actions
To 3GPP TSG SA WG6
ACTION: 
CT1 kindly ask SA6 to provide answer to enquires outlined above in order to progress on the vertical applications work.
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Dates of next TSG CT WG1 meetings
TSG CT WG1 Meeting 122
24-28 February 2020
Sophia-Antipolis, France, EU

TSG CT WG1 Meeting 123
20-24 April 2020
Dubrovnik, Croatia, EU

