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1 Introduction
This contribution proposes to clarify trusted and untrusted location reporting requirements.
2 Reason for Change
2.1 Introduction
One Editor’s Note related to trusted/untrusted locartion reporting is introduced in clause 8.1.1.1
Editor's Note: whether this solution addresses both the trusted and untrusted location reporting requirement is FFS.
The following requirements related to UAV location information can be found in TS 22.125:

[R-5.1-009] The 3GPP system should enable an MNO to augment the data sent to a UTM with the following: network-based positioning information of UAV and UAV controller.

NOTE 1: 
This augmentation may be trust-based (i.e. the MNO informs the UTM that the UAV position information is trusted) or it may be additional location information based on network information, such as OTDOA, cell coordinates, synchronization source, etc.

NOTE 2: 
This requirement will not be applied to the case which the UAS and UTM has direct control communication connection without going through MNO, such as OTDOA, cell coordinates, synchronization source, etc.

 [R-5.1-013] The 3GPP network should be able to provide supplement location information of UAV and its controller to a UTM.

NOTE:
This supplement may be trust-based (i.e. the MNO informs the UTM that the UAV position information is trusted) or it may be additional location information based on network information.
This document addresses the above Editor’s Note with the following clarification: 

This solution aim at addressing the following service requirement "The 3GPP network should be able to provide supplement location information of UAV and its controller to a UTM" by enabling the MNO/network to provide additional location information to USS/UTM based on network information.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to approve the following changes to 3GPP TR 23.755 v0.5.0.
* * * First Change * * * *

8.1.1
Solution description

8.1.1.1
General

This solution aims to address the gaps identified in Key Issue #3 "UAV location information". The solution proposes to enable network assisted positioning support for both UAV/UAV-C and USS/UTM. The procedures for UAV network assisted positioning used by UAV and USS/UTM respectively are covered. This solution uses existing features for estimating location of a UE by a 3GPP Location Server and the network sending this as supplementary location information to the USS/UTM based on request.
Editor's Note: It is FFS and must be further studied how existing functions for Location Services in 3GPP that can be utilized to provide location services for the USS/UTM, and whether any gaps exist. 
TEditor's Note: It is FFS and must be further studied what additional location information that is provided from the UAS Clients in the UAV and UAV-C and the USS/UTM. 
The solution uses a network function called UAV Control Function (UCF) to process location information from 3GPP Location Services and from the USS/UTM. The UCF will provide the USS/UTM with positioning information that are further processed. The UCF interface options are:

a)
UCF located in 5GC: with a Location Server directly accessible (as a NEF), with UE connected over the control plane (via AMF), with USS/UTM accessible via NEF; and

b)
UCF located outside 5GC: with a Location Server accessible via NEF, with UE connected over user plane, with USS/UTM accessible via interface outside of the 3GPP scope.
NOTE:
Some or all of UCF functionality can be provided by existing functions (e.g. AMF, PCF). Architecture aspects such as the use of a UCF needs to be verified with SA2 once SA2 work has sufficiently progressed.

This solution enables the MNO/network to provide trusted additional location information to USS/UTM based on network information. The USS/UTM "subscribes" to the network for location reports for a given UAV (or UAV-C). The network sends location reports to USS/UTM including UAV (or UAV-C) location information based on network information. This solution aims at addressing the following service requirement (see 3GPP TS 22.125 [2]):
· "The 3GPP network should be able to provide supplement location information of UAV and its controller to a UTM".

8.1.1.2
Network assisted positioning provided to USS/UTM
The USS/UTM may require to be aware of the UAV's position during the entire duration of the UAV's flight due to regulatory requirements. This positioning information can be obtained by the UAV using the on-board GNSS unit of the associated UE or other means. The UAV then uses this positioning information when updating UAV-C and/or USS/UTM with live location information. Network assisted positioning is provided to USS/UTM to enable more precise or reliable UAV tracking information. Additionally, the UAV reported live location information to USS/UTM can be verified by the USS/UTM by means of supplemental network provided positioning information.
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Figure 8.1.1.2-1: Procedure for Network assisted positioning provided to USS/UTM

NOTE:
All parameters related to positioning, like e.g. flight plan, 3D waypoint, measurement precision, radar and broadcast information are examples only. Further, information related to positioning also depend on regulatory requirements.

Editor's Note: It is FFS and must be further studied what parameters for positioning that are relevant. 
Pre-conditions: 

-
The UAV and UAV-C are both registered with the network (if the UAV-C is a UE) and USS/UTM, and are authorized for flight operations with mechanisms outside the scope of this solution.
Steps from the figure are described next:
1a-1b.
The NR positioning protocol is established between the UEs (the UE associated with the UAV and the UE associated with the UAV-C) and the Location Server in the network. As part of the protocol establishment, the location measurement and reporting configurations are also established. Such parameters may include the periodicity and positioning type (e.g., E-CID, A-GNSS, RSTD, etc.).

Editor's Note: whether a new protocol is required or an existing protocol may be used, is FFS. 
2a-2b.
The UAV reports measurements using the positioning protocol to the Location Server. The reporting quantities, periodicities, and other quantities are as per the configuration exchanged during the positioning protocol establishment.

3a-3b.
The UAV reports its live location information to the USS/UTM as per configuration (e.g. based at least on regulatory requirements such as periodicity, precision, etc.) on the communication interface between the UAV and the USS/UTM. This reporting configuration can be supplied before or during flight authorization, or in step 1. These reports can include readings from the on-board GNSS unit and, perhaps, augmented by an inertial measurement unit, if available.

4a.
The USS/UTM at any time sends a UAS Positioning Assistance Request to the UCF. This message includes an identifier of the UAV, required positioning or tracking quality requirements including for different flight stages, etc.). Positioning requirements information can be known to the network (e.g. established with USS/UTM during UAS flight authorization). In that case, it is possible that the USS/UTM directly requests the network to activate the network assisted positioning reports (i.e., skip 4a/b straight to 4c). 

4b.
Upon receiving a UAS Positioning Assistance Request message from the USS/UTM, the UCF responds with a UAS Positioning Assistance Response message. This message conveys the UCF's ability to fulfil the positioning request from the UAV, 

4c.
Upon receiving the UAS Positioning Assistance Response message, the USS/UTM can transmit a UAS Positioning Assistance Confirm message to the UCF to signal conclusion of the positioning configuration establishment and/or to activate positioning report transmission by the UCF.

4d.
The UCF sends a Positioning Request to the Location Server including the UAS ID and the positioning configuration established with the USS/UTM.

4e.
The Location Server sends the available position information about the indicated UAV to the UCF. The supplied UAV tracking or positioning information complies with the requested configuration in terms of the precision, periodicity, etc.

5-6.
The UCF, upon receiving the UAV positioning information from the Location Server, provides the UAV location information based on network positioning measurements to the requesting USS/UTM. This network supplied UAV position can be used by USS/UTM to verify UE supplied location information (step 3).

* * * End of Changes * * * *
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