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[bookmark: _Toc27948404]***** First change *****

7.9.3.1.1	Procedure
The procedure for an MCData user to share the enhanced status information to the members of the selected group is illustrated in figure 7.9.3.1.1-1. 
Pre-conditions:
1.	MCData user(s) on MCData client 1, 2, and n are registered for receiving MCData service.
2.	The MCData users 1, 2 and n are members of the same MCData group and affiliated to the MCData service.
3.	The MCData group is pre-configured with the possible values for enhanced status information.


Figure 7.9.3.1.1-1: Sharing enhanced status information
1.	The user at MCData client 1 selects the MCData group to share the enhanced status information. The user also selects the value of the status information to be shared from the list of pre-configured status values available for the MCData group.
2.	The procedure of group standalone SDS using signalling control plane as described in subclause 7.4.2.52, is used to deliver the enhanced status information.
3.	The MCData users at MCData client 2 and n are notified of the enhanced status information.

***** Next change *****


[bookmark: _Toc27948407]7.9.4.1.1	Procedure
The procedure for an MCData user to share the enhanced status information to the members of the selected group is illustrated in figure 7.9.4.1.1-1. 
Pre-conditions:
1.	Information for ProSe direct communications corresponding to the MCData group and its mapping to ProSe Layer-2 Group ID are pre-configured in MCData client 1.
2.	MCData client 1, 2 and n are members of the same MCData group.
3.	The MCData group is pre-configured with the possible values for enhanced status information.


Figure 7.9.4.1.1-1: Sharing enhanced status information
1.	The user at MCData client 1 selects the MCData group to share the enhanced status information. The user also selects the value of the status information to be shared from the list of pre-configured status values available for the MCData group.
2.	The procedure of off-network group standalone SDS using signalling control plane as described in subclause 7.4.3.43, is used to deliver the enhanced status information.
3.	The MCData users at MCData client 2 and n are notified of the enhanced status information.

***** End changes *****
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