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Table 7.2.2.2.2-1 describes the information flow MCVideo private call request from the MCVideo server to the MCVideo server and from the MCVideo server to the MCVideo client.
Table 7.2.2.2.2-1: MCVideo private call request (MCVideo server – MCVideo client)
	Information Element
	Status
	Description

	MCVideo ID 
	M
	The MCVideo ID of the calling party

	Functional alias
	O
	The functional alias of the calling party

	MCVideo ID 
	M
	The MCVideo ID of the called party

	Transmit media request indication
	M
	This element indicates whether transmission control will be used for the private call.

	SDP offer
	M
	Media parameters of MCVideo client. 

	Requested commencement mode
	O
	An indication that is included if the user is requesting a particular commencement mode

	Implicit transmit media request
	O
	An indication that the user is also requesting the permission to transmit video
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7.2.2.2.4	MCVideo private call response (MCVideo server – MCVideo client)
Table 7.2.2.2.4-1 describes the information flow MCVideo private call response from the MCVideo server to the MCVideo server and from the MCVideo server to the MCVideo client.
Table 7.2.2.2.4-1: MCVideo private call response (MCVideo server – MCVideo client)
	Information Element
	Status
	Description

	MCVideo ID
	M
	The MCVideo ID of the calling party

	MCVideo ID
	O
	The MCVideo ID of the called party

	Acceptance confirmation
	O
	An indication whether the user has positively accepted the call.

	SDP answer
	M
	Media parameters selected
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Table 7.2.2.2.5-1 describes the information flow MCVideo call end request from the MCVideo client to the MCVideo server, from the MCVideo server to the MCVideo server and from the MCVideo server to the MCVideo client.
Table 7.2.2.2.5-1: MCVideo call end request
	Information Element
	Status
	Description

	MCVideo ID 
	M
	The MCVideo ID of the calling party

	MCVideo ID 
	M
	The MCVideo ID of the called party
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7.2.2.2.7	MCVideo emergency private call request (MCVideo server to MCVideo client)
Table 7.2.2.2.7-1 describes the information flow MCVideo emergency private call request from the MCVideo server to the MCVideo server and from the MCVideo server to the MCVideo client.
Table 7.2.2.2.7-1: MCVideo emergency private call request (MCVideo server to MCVideo client)
	Information Element
	Status
	Description

	MCVideo ID
	M
	The MCVideo ID of the calling party

	Functional alias
	O
	The functional alias of the calling party

	MCVideo ID 
	M
	The MCVideo ID of the called party

	Emergency indicator
	M
	Indicates that the private call request is an MCVideo emergency call

	Alert indicator
	M
	Indicates whether an emergency alert is to be sent

	Requested commencement mode
	O
	An indication of the commencement mode to be used.

	Implicit transmit media request
	O
	An indication that the user is also requesting to transmit media. 

	SDP offer
	M
	Media parameters of MCVideo client.
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7.2.2.2.9	Emergency MCVideo private call response (MCVideo server – MCVideo client)
Table 7.2.2.2.9-1 describes the information flow Emergency MCVideo private call response from the MCVideo server to the MCVideo server and from the MCVideo server to the MCVideo client.
Table 7.2.2.2.9-1: Emergency MCVideo private call response (MCVideo server – MCVideo client)
	Information Element
	Status
	Description

	MCVideo ID
	M
	The MCVideo ID of the calling party

	MCVideo ID
	O
	The MCVideo ID of the called party

	Acceptance confirmation
	O
	An indication whether the user has positively accepted the call.

	SDP answer
	M
	Media parameters selected
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