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Introduction
This contribution proposes to bring into TS 23.558 an Edge Application Server Registration solution based on Solution 12 from TR 23.758.
* * * First Change * * * *

10.2.3
Edge Application Server Registration
10.2.3.1
General 

The Edge Application Server Registration procedure allows an Edge Application Server to provide EAS information to an Edge Enabler Server in order to request use of its Edge capabilities.
10.2.3.2
Information flows
10.2.3.2.1 Edge Application Server Registration request

Table 10.2.3.2.1-1 describes the information flow for an Edge Application Server Registration Request from the Edge Application Server to the Edge Enabler Server. 
Table 10.2.3.2.1-1: Edge Application Server Registration request
	Information element
	Status
	Description

	EAS ID
	M
	Unique identifier of the Edge Application Server.

	Registration type indication
	M
	Indication for new or updated registration

	Security credentials
	O
	Security credentials received from the Authentication/Authorization Function after successful authorization.

	Proposed lifetime
	M
	Proposed lifetime for the registration

	EAS Service Profile(s)
	O
	EAS Service Profile(s) of the EAS(s) registered with the EES, as described in table 10.2.3.2.1-2.


Table 10.2.3.2.1-2: Edge Application Server Service Profile

	Information element
	Status
	Description

	EAS Instance ID
	M
	The identifier of the Edge Application Server Instance

	EAS ID 
	M
	The identifier of the Edge Application Server

	EAS Provider Identifier
	O
	The identifier of the Edge Application Server Provider 

	EAS Type
	O
	The category or type of Edge Application Server (e.g. V2X)

	EAS instance description
	O
	Human-readable description of the Edge Application Server instance

	EAS Schedule
	O
	The availability schedule of the Edge Application Server (e.g. time windows)

	EAS Service Area
	O
	The geographical service area that the Edge Application Server serves

	EAS Service KPIs
	O
	The range of EAS Service KPIs that are required in order for Application Clients to receive services from the EAS. The EAS Service KPIs are detailed in table 10.2.3.2.1-3

	EAS Service Continuity Mode
	O
	The Required service continuity mode for the EAS.

	EAS Application Context Relocation Required 
	O
	Indicates whether application context relocation is required or not

	EAS Availability Reporting Period
	O
	The Availability reporting period (i.e. heart beat period) that indicates to the Edge Enabler Server how often it needs to check the Edge Application Server's availability of the after a successful Registration.

	EAS Required Service APIs
	O
	A list of the Service APIs that are required by the EAS

	EAS Status
	O
	The status of the Edge Application Server (e.g. enabled, disabled, etc.) 

	EAS Point-Of-Contact
	M
	The Point-of-Contact information (e.g. URI, FQDN) that Application Clients use to send requests to the Edge Application Server. This information maybe discovered by Edge Enabler Clients and exposed to Application Clients so that application clients can establish contact with the EAS.


Table 10.2.3.2.1-3: EAS Service KPIs
	Information element
	Status
	Description

	Maximum Request rate
	O
	Maximum request rate from Application Clients supported. 

	Average Response time
	O
	The average response time advertised for Application Clients’ service requests.

	Total Memory 
	O
	Total memory size advertised to be available at the server for Application Client requests

	Availability
	O
	Advertised percentage of time the server is available Application Clients’ use.

	Service continuity support
	O
	Indication of support for service continuity mode 


10.2.3.2.2 Edge Application Server Registration response

Table 10.2.3.2.2-1 describes the information flow for an Edge Application Server Registration Response from the Edge Enabler Server to the  Edge Application Server.
Table 10.2.3.2.2-1: Edge Application Server Registration response

	Information element
	Status
	Description

	Registration acceptance indication
	M
	Indication of acceptance or denial of the registration request and corresponding causes

	Lifetime
	M
	Lifetime for the registration


10.2.3.3
Procedure
Pre-conditions:

1.
The Edge Application Server has been configured with an Edge Application Server Identity;
2.
The Edge Application Server has been configured with the address (e.g. URI) of the Edge Enabler Server; and
3.
Both the Edge Application Server and Edge Enabler Server have been configured with the necessary credentials to enable authenticating one another. 
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Figure 10.2.3.3-1: Edge Application Server Registration procedure
1.  The Edge Application Server determines that registration to the Edge Enabler Server is needed (e.g. the Edge Application Server is instantiated and started up). The Edge Application Server may also determine that its existing registration needs to be updated (e.g. because the Edge Application Server's status or availability schedule has changed). 

2.
The Edge Application Server sends a Registration Request to the Edge Enabler Server, as described in clause 10.2.3.2.1. The request indicates if the request is for a new registration or an update to an existing registration. 

3.
The Edge Enabler Server performs an authorization check to verify whether the Edge Application Server has the proper privileges to register.

4.
Upon successful authorization, the Edge Enabler Server stores the Service Profile for later use (e.g. for serving Edge Application Server discovery requests received from Edge Enabler Clients, etc.) and replies to the Edge Application Server with a Registration Response as described in clause 10.2.3.2.2. The Edge Enabler Server provides a lifetime value to indicate to the Edge Application Server when the registration will automatically expire. The Edge Application Server must send a Registration Request message with an Update Indication prior to the expiration to maintain the current registration. The Edge Enabler Server will treat the registration expiration as an implicit de-registration.
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