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1. Introduction
This proposal summarizes the deployment views agreed in 23.758 in solution #2 and clause 6.4.2 related to how EDNCS could be deployed in relation to the UE. 
2. Reason for Change
Propose text to add this as part of the deployment views in addition to how EDN could be deployed.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 V0.0.0
* * * First Change * * * *

9.
Deployment models

Subclauses of this clause shall describe the application layer specific deployment models.

9.1
General

· Clause 9.x describes options for how EDNCS is deployed in relation to the UE.
9.x
Different deployment scenarios for how EDNCS is deployed

9.x.1
Introduction

In scenario A, a single EDNCS is deployed to provide configuration to the EEC. 

In scenario B, multiple EDNCS are deployed e.g. each PLMN has its own EDNCS. EEC need to discover the different EDNCS (s) or be provisioned with corresponding information. The figure below shows an example of deployment with multiple EDNCSs.

NOTE: This deployment view does not consider how the UE is implemented, for example some implementations in the UE may combine the EEC per possible EDNCS, so for example a Dual USIM phone may have two EEC, one per 3GPP access and another implementation may include the EDNCS configuration in the Application Client if it is pre-configured to a specific EDNCS.
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Scenario A Single EDNCS
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Scenario B Multiple EDNCSs
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* * * End of Change * * * *
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