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********************************************1st Change********************************************

[bookmark: _Toc460616035][bookmark: _Toc460616896][bookmark: _Toc465162497][bookmark: _Toc20524468]7.1.2.2.8	Group call rejoin request (MCVideo client – MCVideo server)
Table 7.1.2.2.8-1 describes the information flow group call rejoin request from the MCVideo client to the MCVideo server.
Table 7.1.2.2.8-1: Group call rejoin request (MCVideo client – MCVideo server))
	Information Element
	Status
	Description

	MCVideo ID
	M
	The MCVideo ID of the re-joining MCVideo group member

	Functional alias
	O
	The functional alias of the re-joining MCVideo group member

	MCVideo group ID
	M
	The MCVideo group ID of the group on which the call is on-going

	SDP offer
	M
	Media parameters of MCVideo client

	Requested priority
	O
	Application priority level requested for this call



********************************************2nd Change*******************************************

[bookmark: _Toc20524476][bookmark: _Toc465162476]7.1.2.2.14	MCVideo emergency alert request
Table 7.1.2.2.14-1 describes the information flow MCVideo emergency alert request from the MCVideo client to the MCVideo server, for the procedures defined in 3GPP TS 23.280 [6].
Table 7.1.2.2.14-1: MCVideo emergency alert request (MCVideo client – MCVideo server)
	Information Element
	Status
	Description

	MCVideo ID
	M
	The identity of the alerting party

	Functional alias
	O
	The functional alias of the alerting party

	MCVideo group ID
	M
	The MCVideo group ID with which the alert is associated

	Requested priority
	O
	Priority level requested for the emergency alert indication.

	Location
	O
	The alerting MCVideo client's location



********************************************3rd Change*******************************************

[bookmark: _Toc20524480]7.1.2.2.18	MCVideo emergency group call request
Table 7.1.2.2.18-1 describes the information flow emergency group call request from the MCVideo client to the MCVideo server and from the MCVideo server to the MCVideo client.
Table 7.1.2.2.18-1: MCVideo emergency group call request
	Information Element
	Status
	Description

	MCVideo ID
	M
	The identity of the calling party

	Functional alias
	O
	The functional alias of the calling party

	MCVideo group ID
	M
	The MCVideo group ID on which the call is to be conducted

	Emergency indicator
	M
	Indicates that the group call request is an MCVideo emergency call

	Alert indicator
	M
	Indicates whether an emergency alert is to be sent

	Requested priority
	O
	Priority level requested for the call

	Implicit transmit media request (see NOTE)
	O
	Indicates that the originating client requests the permission to transmit media.

	NOTE:	This element shall be included only when the originating client requests the the permission to transmit media.



********************************************4th Change*******************************************

[bookmark: _Toc465162481][bookmark: _Toc20524484]7.1.2.2.22	MCVideo imminent peril group call request
Table 7.1.2.2.22-1 describes the information flow MCVideo imminent peril group call request from the MCVideo client to the MCVideo server and from the MCVideo server to the MCVideo client.
Table 7.1.2.2.22-1: MCVideo imminent peril group call request
	Information Element
	Status
	Description

	MCVideo ID
	M
	The identity of the calling party

	Functional alias
	O
	The functional alias of the calling party

	MCVideo group ID
	M
	The MCVideo group ID on which the call is to be conducted

	Requested priority
	O
	Priority level requested for the call

	Imminent peril indicator
	M
	Indicates that the group call request is an imminent peril call



********************************************5th Change*******************************************

[bookmark: _Toc477419406][bookmark: _Toc20524545]7.2.2.2.6	MCVideo emergency private call request (MCVideo client to MCVideo server)
Table 7.2.2.2.6-1 describes the information flow MCVideo emergency private call request from the MCVideo client to the MCVideo server.
Table 7.2.2.2.6-1: MCVideo emergency private call request (MCVideo client to MCVideo server)
	Information Element
	Status
	Description

	MCVideo ID
	M
	The MCVideo ID of the calling party

	Functional alias
	O
	The functional alias of the calling party

	MCVideo ID
	M
	The MCVideo ID of the called party

	Emergency indicator
	M
	Indicates that the private call request is an MCVideo emergency call

	Alert indicator
	M
	Indicates whether an emergency alert is to be sent

	Requested commencement mode
	O
	An indication of the commencement mode to be used.

	Implicit transmit media request
	O
	An indication that the user is also requesting to transmit media 

	SDP offer
	M
	Media parameters of MCVideo client.

	Requested priority
	O
	Priority level requested for the call



*******************************************End of Changes****************************************

