
3GPP TSG-SA WG6 Meeting #36-e
S6-200392
E-meeting, 24th – 28th Feb 2020
(revision of S6-20xxxx)
Source:
Huawei, Hisilicon
Title:
Update to Key Issue 8
Spec:
3GPP TR 23.764 v0.4.0
Agenda item:
8.2
Document for:
Approval
Contact:
Niranth (namogh@huawei.com)
1. Introduction
This contribution provides a proposal for update to key issue 8.
2. Reason for Change
In TS 23.287, it is specified that V2X application layer will provide group size and member ID to the V2X/AS layer. This group size is the actual count of members of the group who are currently engaged in V2X communications, which different from the total group members of the group. (e.g if the group size is 500, only 8 members may be currently engaged in V2X communications). Hence, it is required to study how to provide the group size to the V2X/AS layer.
It is also required to study what should be the format of the member ID.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.764 v0.4.0.
* * * First Change * * * *

5.8
Key issue 8 – Application layer support for groupcast mode of V2X communication
Groupcast mode of communication is only supported over NR based PC5 reference point. 3GPP TS 23.287 [7] introduces the groupcast mode V2X communication for which an accurate and up-to-date information of the group size and the member ID is expected from V2X application layer to the V2X/AS layer for the QoS handling for the groupcast mode of V2X communication.
The up-to date group size is the actual count of members of the group who are currently engaged in V2X communications, which is different from the total group size of the group. The up-to date group size will vary as and when the group members join or leave the group V2X communications.
Currently, there is no standard mechanism to provide the up-to date group size and member ID from the V2X application layer to the V2X/AS layer.
The following requires further study:



-
How to determine and provide the up to date size of the group participants of the V2X group in a group communication to the V2X/AS layer from the V2X application layer?

-
How the member ID is generated and what is the format required for the member ID?
