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	Reason for change:
	According to 23.468 the GCS AS communicates with BM-SC to activate the MBMS service. In Mission Critical services the MC service server is acting as the GCS AS function to activate the MBMS bearer procedure to use MBMS service for service delivery. 
To cover reasonable MBMS servicing area, a BM-SC will connect to multiple MBMS GWs that service particular MBMS service area. For a group communication, the group members may located in different MBMS service areas and the MC service server shall construct the MBMS broadcast areas parameter based on the registration information from the group members. When constructing the MBMS broadcast areas, the MC service server shall take into account where the group members are and if the UE is capable of receiving MBMS service.

	
	

	Summary of change:
	Clarify when the MC service server activating the MBMS bearer the MBMS broadcast area parameter should be constructed based on where the receivers are and if they are capable of receiving MBMS services.

	
	

	Consequences if not approved:
	Stage 3 might not clear on how to construct the MBMS broadcast areas when using the MBMS broadcast service.
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* * * First Change * * * *
[bookmark: _Toc433209855][bookmark: _Toc460616202][bookmark: _Toc460617063][bookmark: _Toc477419510][bookmark: _Toc35868971][bookmark: _Hlk37776423]10.11.4	Management of multicast media bearers
To activate the multicast media bearers the MC service server shall use the Activate MBMS Bearer procedure specified in 3GPP TS 23.468 [18] with the MC service server performing the GCS AS function. In the case that BM-SC is connecting to multiple service areas (i.e. multiple MBMS GWs), The MC service server shall construct the MBMS broadcast area parameter based on the target recipients’ registration information and their capability to receive MBMS to maximize the network resources usage efficiency, i.e. only deliver to the MBMS broadcast areas that have authorized and capable receivers.
To deactivate the multicast media bearers the MC service server shall use the Deactivate MBMS Bearer procedure specified in 3GPP TS 23.468 [18] with the MC service server performing the GCS AS function.
To modify multicast media bearers the MC service server shall use the Modify MBMS Bearer procedure specified in 3GPP TS 23.468 [18] with the MC service server performing the GCS AS function.


