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1. Introduction
The definition of V2X UE is introduced in the clause 3.1 and the abbreviation of eV2X is added in the clause 3.3.
2. Reason for Change
3GPP TR 23.764 describes the enhancements to the application architecture to support V2X services specified in 3GPP TS 23.286. V2X UE used in 3GPP TR 23.764 means UEs suppporting such enhanced application architecture and functionalities. So, it is necessary to add the definition of V2X UE in order to distinguish V2X UE described in 3GPP TS 23.286 that are Ues supporting V2X enabler layer baed on EPS.

In addition, it is necessary to add the abbrevation of eV2X in the clause 3.3 because the term eV2X is used in 3GPP TR 23.764 without the introduction of the abbreviation for that.
3. Conclusions

None.
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.764 v0.5.0
* * * First Change * * * *
3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

V2X UE: UE supporting eV2X applications over 5G system.
3.2
Symbols

For the purposes of the present document, the following symbols apply:

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

CAPIF
Common API Framework for northbound APIs

V2X
Vehicle-to-Everything
eV2X
V2X enhancements
* * * End of Changes * * * *

