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1. Introduction

In current TS 23.180, the feature of UE-to-network relay is not supported. The feature of UE-to-network relay can extend the service coverage by relay-UE to remote-UE, and this feature is very useful in the scenario of when IOPS mode is adopted. 
2. Reason for Change

The feature of UE-to-network relay is useful in the scenario of when IOPS mode is adopted and the requirement should be firstly confirmed.
3. Conclusions

The feature of UE-to-network relay in IOPS mode is supposed to be supported in this release.
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.180 v0.4.0.

* * * First Change * * * *

5.1
General requirements

5.1.1
Description

This clause specifies the general requirements for the support of MC services in the IOPS mode of operation.

5.1.2
Requirements

[AR-5.1.2-a] For the case of a backhaul failure between the radio access network and the macro EPC, the IOPS MC system shall provide support for MC services in the IOPS mode of operation until the failure is recovered.

[AR-5.1.2-b] MC service UEs within the coverage of the IOPS EPS shall be able to provide MC services over the IOPS MC system.

[AR-5.1.2-c] The IOPS MC system shall provide mechanisms to verify the availability of MC service UEs within the IOPS MC system.
[AR-5.1.2-d] The IOPS MC system shall provide mechanisms to support UE-to-network relay within the IOPS MC system.
* * * Next Change * * * *

