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1. Introduction
The contribution provides a proposal for clarification on information elements for service provisioning.
2. Reason for Change
It is possible that UE can provide the UE location to the ECS during service provisioning. But this is optional.
It is possible that EEC can be configured with multiple EES information to support the application client(s) in the UE. Further each EAS may be associated with one or more EES

3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v0.2.0.
* * * First Change * * * *

8.3.3
Information flows
8.3.3.1
Provisioning request

Table 8.3.3.1-1 describes the information elements for a Provisioning Request from the Edge Enabler Client to the Edge Configuration Server. 

Table 8.3.3.1-1: Provisioning request

	Information element
	Status
	Description

	EEC ID
	M
	Unique identifier of the EEC.

	Security credentials
	M
	Security credentials resulting from a successful authorization for the edge computing service.

	Application Client Profile(s)
	M
	Information about services the EEC wants to connect to, as described in Table 8.2.2-1.

	UE Identifier
	O 
	The identifier of the UE (i.e. GPSI or identity token)

	UE Location
	O
	The geographical location of the UE (which is one of the parameters that is used for selecting the most appropriate EES(s)).

	Connectivity Filter
	O
	List of connectivity information for the UE, e.g. PLMN ID, SSID.


Editor's Note: It is FFS whether the EEC ID is mandatory or whether the UE ID should be included.
8.3.3.2
Provisioning response

Table 8.3.3.2-1 describes the information elements for a Provisioning Response from the Edge Configuration Server to the Edge Enabler Client.
Table 8.3.3.2.-1: Provisioning response

	Information element
	Status
	Description

	Result
	M
	Indicates success or failure of provisioning.

	Reason (NOTE 2)
	O
	Reason for failure of provisioning

	List of EES (NOTE 1)
	O
	List of EES(s) information corresponding to the EAS(s) which can serve the Application Client(s) available at the EEC in the UE.

	>EAS ID
	M
	The EAS ID of the EAS corresponding to the Application Client in the UE

	>EES(s) information per EAS
	M
	Information of the EES(s) associated with the application.

	>>EDN connection info
	M 
	DNN (or APN)

	>>EES Endpoint 
	M
	The endpoint address (e.g. URI, IP address) of the EES

	>>EDN Service Area (NOTE 3)
	O 
	EDN service area information. The service area information is also a list of Cell list, List of TA or PLMN IDs

	>>ECSP info
	O
	Information for Edge Computing Service Provider 

	NOTE 1:
The List of EES IE is included when Result IE indicates success.

NOTE 2:
The Reason IE is included when Result IE indicates failure.

NOTE 3:
The EDN service area IE is included only if the EDN is a LADN.


