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1. Introduction
This contribution provides a proposal for Evaluation for solution#4.
2. Reason for Change
Currently there is no evaluation for solution#4.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.764 v0.5.0.
* * * First Change * * * *

7.4
Solution #4: V2X application enabler layer adaptation to CAPIF

7.4.1
Solution description

The VAE server and V2X application specific server may support CAPIF. When CAPIF is supported:

-
the VAE server shall support the CAPIF API provider domain functions (i.e. CAPIF-2/2e (Vs interface), CAPIF-3/3e, CAPIF-4/4e and CAPIF-5/5e as specified in 3GPP TS 23.222 [5]);
-
The V2X application specific server shall act as API invoker and support the API invoker functions (i.e. CAPIF-1/1e and CAPIF-2/2e (Vs interface) as specified in 3GPP TS 23.222 [5]); and

-
The VAE server shall act as API invoker and support the API invoker functions (i.e. CAPIF-1/1e and CAPIF-2/2e (VAE-e interface) as specified in 3GPP TS 23.222 [5]).
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Figure 7.4.1-1: VAE adaptation to the CAPIF architecture
7.4.2
Solution evaluation


This solution provides a viable solution for key issue#7 for VAE server's capability exposure to V2X application specific server using CAPIF. No additional changes are required in CAPIF for this solution.
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