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1. Introduction
This contribution is 5GLAN group management.
2. Reason for Change
Key issue 6 - 5GLAN group management describes integration of 5G LAN type service for group management. 

3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.745 v0.7.0.
* * * First Change * * * *

7.X
Solution #x: 5GLAN group management 
7.x.1
Solution description

This solution function addresses the Key issue #6. 
7.x.1.1
General
In factory network, the FF UE is using 5G LAN-type of services, when a FF UE is in a group, which includes 5GLAN related network information.

The FAE capabilities (FAE client and FAE server) utilize the group management service procedures (e.g. creation, group membership update) of SEAL based on the 5GLAN group configuration information provided by the FF application specific layer. 
Editor's Note: The solution for enhance 5GLAN group management of existing Group Management service enabler is in the scope of SEAL, which is out of scope of the present document.
7.x.1.2
Information flows

The following information flows of group management service of SEAL as specified in 3GPP TS 23.434 [8] are applicable for the FF applications:

-
Group creation request from the FAE server to the group management server, information specified in table 10.3.2.1-1;

-
Group creation response from the group management server to the FAE server, information specified in table 10.3.2.2-1;

-
Group information query request from the group client to the group management server, specified in subclause 10.3.2.4;

-
Group information query response from the group server to the group management client specified in subclause 10.3.2.5;
-
Group membership update request from the FAE server to the group management server, information specified in table 10.3.2.6-1;

-
Group membership update response from the group management server to the FAE server, information specified in table 10.3.2.7-1;
-
Group membership notification from the group server to the group management client, information specified in table 10.3.2.8-2;
-
Group deletion request from the FAE server to the group management server, information specified in table 10.3.2.9-1;

-
Group deletion response from the group management server to the FAE server, information specified in table 10.3.2.10-1;

-
Get group configuration request from the group client to the group management server, specified in subclause 10.3.2.20;

-
Get group configuration response from the group server to the group management client, specified in subclause 10.3.2.21;
-
Configure VAL group request from the FAE server to the group management server with FF 5GLAN group configuration information, information specified in table 7.x.1.2-1 as below;
Table 7.x.1.2-1 describes the information flow for configure VAL group request from a VAL server to a group management server.

Table 10.3.2.26-1: Configure VAL group request
	Information element
	Status
	Description

	VAL group ID
	M
	The group ID used for the VAL group.

	VAL group configuration data
	O
	FF 5GLAN group configuration information

	Identity list (see NOTE)
	O
	List of VAL UE IDs who are member of the group.

	NOTE:
At least one of these IEs shall be present.


-
Configure VAL group response from the group management server to the FAE server, specified in subclause 10.3.2.27;
The usage of the above information flows are clarified as below:

-
The identity list is the list of FF UE IDs. 

--
During group creation the identity list contains the list of FF UE IDs that are part of the group to be created. If the group member list is empty, an empty group is created; and

-
The VAL group ID is the FF 5GLAN group ID.

-
The identity is the FF UE ID;

-
The VAL server is the FAE server;

-
The VAL group configuration data is the FF 5GLAN group configuration information (i.e. 5G LAN type service information, TSN integration information, group name);

7.x.1.3
Procedures

The following procedures of group management service of SEAL as specified in 3GPP TS 23.434 [8] are applicable for the FF applications: 
-
Group creation from the FAE server to the group management server with group creation request and group creation response;

-
Group information query from the group client to the group management server with group information query request and group information query response;

-
Group membership update from the FAE server to the group management server with group membership update request and group membership update response;

-
Group membership notification from the group server to the group management client;
-
Group deletion from the FAE server to the group management server with group deletion request and group deletion response;
-
Retrieve group configurations from the group client to the group management server with get group configuration request and get group configuration response;
-
Configure VAL group from the FAE server to the group management server with Configure VAL group request and Configure VAL group response
7.x.2
Solution evaluation

* * * End Change * * * *

