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1. Introduction
TS 22.179 clause 4.5.4 describes shareable UEs and gateway UEs. The text in that clause provides a description of what the gateway UE should provide and builds the basis for the proposal in this paper.
2. Reason for Change
Assumptions are needed to guide the study.
3. Conclusions

<Conclusion part (optional)>

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-79 version 0.0.1.
* * * First Change * * * *

4.x
Gateway UE function services and the relationship to MC service users/clients
4.x.1
General
The gateway UE service may provide the following necessary functions:

· Allowing an MC service client to connect to a gateway UE function.
· Ensure that the content of communications between the MC service system and MC service client connected to a gateway UE function is unaltered.

· Ensure that the communication traffic attributes, e.g. priority and QoS, of an MC service client connected to a gateway UE function remains independent from other MC service clients concurrently connected to the same gateway UE function.
· Independent MC service client identification, authorisation and service profile association using the gateway UE function.

· Sharing of gateway UE function transport resources with multiple connected MC service clients.

· Indication of potential gateway UE function anomalies sent towards the connected MC service clients.
-
MC service client is serving an MC service user on a device which is connected to the gateway UE function via non-3GPP transport.
* * * End of Change * * * *

