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1. Introduction
The Key Issue addresses requirements on charging as listed in clause 6 of TS 22.262.
2. Reason for Change
Contribution with new text.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-24 v0.6.2.
* * * First Change * * * *

5
Key Issues

5.X
Key Issue X: Charging

5.X.1
Description
The key issue addresses charging aspects as listed in requirements [R-6.2-001] and [R-6.2-002] in TS 22.262 [2].
All message transfer passes through the MSGin5G Server and it can therefore be assumed that generating charging records will be done in the MSGin5G Server.
5.X.2
Identified Gaps

The following gaps are identified:

· What information is needed by the MSGin5G Server to generate charging records according to operator or application service provider policy?

· How operator and application service provider charging policies can be configured and modified at the MSGin5G Server.

·  Is the 3GPP charging management framework as specified in TS 32.290 [x] applicable for these charging policies?

· What information is needed by the interworking gateway to generate charging records according to operator or application service provider policy?
========================= NEXT CHANGE =========================
6
Solutions
6.Y
Solution Y: Charging

6.Y.1
Description

Editor's Note: Any solution needs to distinguish between UE charging and vertical/tenant charging and all charging solutions for MSGin5G services should be specified in SA5 which should be involved at some stage.
