
3GPP TSG-SA WG6 Meeting #38-e
S6-201291
e-meeting, 20th – 31st July  2020
(revision of S6-201065 Rev2)
Source:
China Mobile
Title:
Pseudo-CR on FS 5GMARCH Key Issue Roaming
Spec:
3GPP TR 23.700-24 v0.6.2
Agenda item:
8.6.x

Document for:
Approval
Contact:
Yue Liu (liuyueyjy@chinamobile.com)
1. Introduction
This doc proposes the key issue that MSGin5G Service shall fulfill the requirements of roaming  in all Message scenarios.
2. Reason for Change
Contribution with new text.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-24 v0.6.2.
* * * First Change * * * *

5
Key Issues

5.X
Key Issue X:Roaming
5.X.1
Description
The requirement of MSGin5G Roaming listed below is specified in clause 8.2 of 3GPP TS 22.262 [2].
[R-8.2-001] The MSGin5G Service shall support a roaming UE sending and receiving messages. 
There are multiple options for MSGin5G roaming when UE moves from home PLMN to visited PLMN:

· The MSGin5G service is always provided by the home PLMN.

· The MSGin5G service is provided by the visited PLMN if MSGin5G service is supported by the visited PLMN, otherwise the MSGin5G service is provided by the home PLMN.

Different option may have different application architecture requirements.
Issues include:

· How to provide MSGin5G service when the UE is roaming, i.e. which option listed above is suitable to be chosen.
· Whether network architectures of different roaming scenario (i.e. local breakout and home routed) affect MSGin5G services.
· Whether MSGin5G Roaming is needed to be supported by the network layer. How the network layer supports MSGin5G Roaming. 
· Whether some requirements, e.g. end-to-end delay specified in [R-5.1.2-001] of 3GPP TS 22.262 [2] and network triggering specified in [R-5.1.2-006] of 3GPP TS 22.262 [2], can be fulfilled in roaming scenario.
5.X.2
Identified Gaps

The following gaps have been identified to fulfil the identified requirements:
· Application layer architecture to support roaming of 5GMSGS UEs and the related procedures for roaming UEs are needed to be studied.  
· If MSGin5G Roaming is needed to be supported by the network layer, the potential impacts to on 5G system are needed to be studied.
