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1. Introduction
This pCR is to define Non-3GPP definition.
2. Reason for Change
There is an editor’s note:
Editor's note:
non-3GPP message definition is FFS.

To solve this editor’s note, "non-3GPP message" needs to be defined.
3. Conclusions

Add non-3GPP message definition to the TR 23.700-24.
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-24 v0.6.2.
* * * First Change * * * *

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
Controller UE: usually a smart device or an application in the terminal that can send control message instructions to machine equipment. A controller terminal can control multiple controlled terminals.

Controlled UE: an IoT equipment which can access the network through a variety of technologies and network slicing. A controlled terminal can be controlled by a number of controller terminals.
Non-3GPP Message: the message service that is not defined in 3GPP, e.g.:
· RCS message as specified in GSMA PRD RCC.07 [4]; and
· OMA LWM2M message as specified in OMA OMA-ERELD-LightweightM2M [5].
For the purpose of the present document, the following terms given in 3GPP TS 22.262 [2] apply:
MSGin5G Server

MSGin5G Gateway


* * * Next Change * * * *

* * * Next Change * * * *

